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"FORM 3 STATE OF UTAH
DIVISIONEF OIL, GAS A Eﬁ@ IE u 'g
) 1 5. Laass Designation and Serial Number:
- | SEP 1 2 1995 \ ML-21839
~ APPLICATION FOR PERMIT TO \)Rn. OR DEEP } © W incian, lote r T N

A, Type of Wodk DRILL [X DEEPEN (] DIV OF OlL, ¢ GAa SAS & TN 1 7. vk Agramet ame

. 3 . 8. Farm or Leass Name:

B.Typectwel: QIL[J GAS[] OTHER: SINGLE ZONE[]  MULTIPLE ZONE (] Moot Butte State
2. Name of Operator: 9. Well Number:

#9-2

Lomax Exploration Company

10, Fleid and Pool, or Wildcat:

3. Address and Telephone Number:
Monument Butte

P.0. Box 1446 Roosevelt, UT 84066 (801) 722-5103

4. Location of Weil (Footages) NE/SE 11, QrfQtr, S T hip, Range, A
At Surface: NE/ SE
2058' FSL & 713' FEL
At Proposed Producing Zone: Sec. 2 , T9S . R16E
14, Distance in miles and direction from nearest town or post office: 12. County: 13, State: UTAH
11.2 Miles northeast.of Myton, Utah Duchesne
15. Distance to nearest 16. Number of acres in lease: 17. Number of acres assigned to this well:
property of iease line (feet): 713" 640.72 40
18. Distance to nearest weii, drilling, 19. Proposed Depth: 20. Rotary or cabis tools:
compieted, or applied for, on this lease {feet): N/A 6500" Rotary

22. Approximate date work will start:

4th Quarter 1995

21. Elevations (show whether DF, AT, GR, etc.):

5492' GR
2. PROPOSEJCA&NGANDCEMEN“NGPROGRAM
SIZE OF HOLE GHADE, SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT
12 1/4 g 5/8 24k 100! 240 sx Class C + 2% CaCl
7 7/8 51/2 15.5¢# TD 530 ax Hilift followed by

450 sx Class G w/ 2% CaCl

DESCRIBE PHOPOSED PROGRAM: If proposai is to deepen,

give data on present productive zone and proposed new productive zone. it proposal is to drill or deepen directionally, give pertinent data on

sut and d and true

rical depths. Give blowout preventer program, if any.

24,

Name & Signature: __BLad Mecham’//:E%TZ>/¢%2k9é2‘> e Operations Manager oate: 3/22/95
(Thh.p-cofctsmunonly) o
o py3-013-315 , 'APPROVED BY. THE STATE
" ? Z2 topt OF Um,: Dl\/lo! M OF
CB 2

{183}

(See instructions on Reverse Side)
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. LOMAX E)?pEORA TION CO. LOCATED IN THE NE1/4 OF THE SE1/4
WELL LOCATION PILAT SECTION 2, T9S, R16E, S.LB.&M.
MONUMENT BUTTE STATE #9-2

- 'NORTH

2 5
MONUMENT BUTTE STATE| #9~2 QP
GROUND EL:|5492' ——713" gt o~
g SCALE:1"=1000’
e
:

gl ———
<&

S 8956 W  79.80 CHS. (G.L.O.)

LEGEND AND NOTES SURVEYOR’S CERTIFICATE

O ORIGINAL CORNER MONUMENTS FOUND AND USED | HEREBY CERTIFY THAT THIS PLAT WAS PREPARED
FROM FIELD NOTES OF AN ACTUAL SURVEY

BY THIS SURVEY. PERFORMED BY ME, DURING WHICH THE SHOWN
MONUMENTS WERE FOUND OR ESTABLISHED.
THE GENERAL LAND OFFICE (G.L.0.) PLAT WAS

USED FOR REFERENCE.AND CALCULATIONS, AS O ey AL

WAS THE ‘/;3%'/‘»9"” JERRY D. ALURED, REGISTERED LAND SURVEYOR,
3 CERFFICATEINO. 148951 (UTAH)

JERRY D. ALLRED & ASSOCIATES
A SURVEYING CONSULTANTS .

' 721 NORTH CENTER STREET
P.0. BOX 975
DUCHESNE, UTAH 84021

10 AUGUST 1995  84—121-023% ' (801)~738-5352




FoRM 3 TATE OF UTAH |
DIVISIOM OIL, GAS AND MIN S
" A SEP i 3 95 Designation and Serial Number:
e -21839
APPLICATION FOR PERMIT TO DRILL/WR BEEREM Ao g NG | o
* it d . : g

1A. Type of Work: DRILL [X DEEPEN [] T TS Unit Agreement Name:
B.TyeofWeit o[} GAS[] OTHER: SINGLE ZONE[] MULTIPLEZONE[]] | ® Fom orlese heme:

Monument Butte State

2. Name of Operator:
Lomax Exploration Company

9. Weil Number:

#9-2

3. Address and Telephone Number:

P.0. Box 1446 Roosevelt, UT 84066 (801) 722-5103

10. Field and Pool, or Wildcat:
Monument Butte

4. Location of Well (Footages)
At Surface:

NE/SE
2058' FSL & 713' FEL

11. Qtr/Qtr, Section, Township, Range, Meridian:
NE/SE

At Proposed Producing Zone: Sec 2 , T9S R1 6E
. 2
14, Distance in miles and direction from nearest town or post office: 12. County: 13, State: UTAH
11.2 Miles northeast:iof Myton, Utah Duchesne

16, Number of acres in lease:

640.72

15, Distance to nearest
property or iease line {feet):

713" 40

17. Number of acres assigned to this well:

18. Distance to nearest well, drilling, 19. Proposed Depth:

completed, or applied for, on this lease (feet): N / A 6500 !

20, Rotary or cable tools:
Rotary

21. Elevations (show whether DF, AT, GR, etc.):

22, Approximate date work will start:

4th Quarter 1995

5492' GR
23. PROPOSED CASING AND CEMENTING PROGRAM
SIZE OF HOLE GRADE, SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT
12 1/4 8 5/8 243t 300" 240 sx Clasg C + 2% CaCl
7 7/8 51/2 15.5¢# TD 530 gx Hilift followed by

450 sx Class G w/ 2% CaCl

DESCRIBE PROPOSED PROGRAM: If proposal is to deepen, give data on present productive zone and proposed new productive zone. If proposal is to drill or deepen directionally, give pertinent data on
subsurface locations and measured and true vertical depths. Give blowout preventer program, if any.

e Operations Manager oate: 8722195

24, .
Name & Signature: Brad Mecham %’D %&éa\

(This space for State use only)

A Number Assignes:_ 4.3~ 013~ 31555

| A’DPPO\;’ =D BY

THE STA =

Approval'.

(1\83)




~Tomax ExPYORATION co.

WELL LOCATION PLAT
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SURVEYOR’S CERTIFICATE

| HEREBY CERTIFY THAT THIS PLAT WAS PREPARED

FROM FIELD NOTES OF AN ACTUAL SURVEY
" PERFORMED BY ME, DURING WHICH THE SHOWN
MONUMENTS WERE FOUND OR ESTABLISHED.

THE GENERAL LAND OFFICE (G.L.0.) PLAT WAS

USED FOR RETERENCE AND CALCULA770NS AS

10 AUGUST 1995 B4—121-023°
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MONUMENT BUTTE STATE #9-2
NE/SE SEC 2, T9S, R16E
DUCHESNE COUNTY, UTAH
LEASE #ML-21839

HAZARDOUS MATERIAL DECLARATION

LOMAX EXPLORATION COMPANY guarantees that during the drilling & completion of the
above referenced well, we will not use, produce, store, transport or dispose 10,000# annually of
any of the hazardous chemicals contained in the Environmental Protection Agency's consolidated
list of chemicals subject to reporting under Title IIT Superfund Amendments and Reauthorization
Act (SARA) of 1986.

LOMAX EXPLORATION COMPANY guarantees that during the drilling and completion of the
above referenced well, we will use, produce, store, transport or dispose less than the threshold
planning quantity (T.P.Q.) of any extremely hazardous substances as defined in 40 CFR 355.



JOHNSON WATER DISTRICT
R.R. 3 BOX 3188
ROOSEVELT, UT 84066
TELEPHONE (801) 722-2620

May 16, 1995

TO WHOM IT MAY CONCERN:

Lomax Exploration Company has purchased a 3 inch water connection
with Johnson Water District to supply Monument Butte oilfield. .

Johnson Water District has given permission to Lomax Exploration
Company to use water from our system for the purpos=2 of drilling
and completing the Monument Butte State” 12-25, 11-25, 4A-35R,
9-2, 3-34, 4-1, 15-36, and 14-25.

Singerely,
A 7Y Zbyﬂ
K .-

. Karen Ashby,
Secretary



LOMAX EXPLORATION COMPANY
MONUMENT BUTTE STATE # 9-2
NE/SE SECTION 2, T9S, R16E
DUCHESNE COUNTY, UTAH

TEN POINT WELL PROGRAM

GEOLQGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age

ESTIMATED TOPS_ OF IMPORTANT GEOLOGIC MARKERS:

Uinta , 0' - 3030"

Green River : 3030’
Wasatch 6500'

ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:
Green River Formation 4000’ - 6200' Qil
PROPOSED CASING PROGRAM

8 5/8", J-55, 24# wi/ ST&C collars; set at 300" (New)
51/2", J-55, 15.5# w/ LT&C collars; set at TD (New)

MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

MUNIMUM JE LI A Y D L O

The operators minimum specifications for pressure control equipment are as follows:

A 8" Double Ram Hydraulic unit with a closing unit will be utilized. Pressure test of BOPS's

will be checked daily.
(See Exhibit F)

TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

It is proposed that the hole be drilled with water to the J zone and with mud there after. The
mud system will be a water based gel-chemical, weighted to 10.0 ppg as necessary for gas

control.

AUXILIARY SAFETY EQUIPMENT TO BE USED:

Auxiliary safety equipment will be a Kelly Cock, bit float, and a TIW valve with drill pipe

threads.
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MONUMENT BUTTE STATE # 9-2

TESTING, L ING AND CORING PROGRAMS:

No drill stem testing has been scheduled for this well. It is anticipated at this time that the
logging will consist of a Dual Induction Laterolog, and a Compensated Neutron-Formation
Density Log. Logs will run from TD to 3500'. The cement log will be run from PBTD to
cement top. The use of mudloggers to be determined at a later date.

ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

ANIICIrA I LY A N AL, A A S e

The anticipated bottom hole pressure is 1800 psi. It is not anticipated that abnormal
temperatures will be encountered; nor that any other abnormal hazards such as H2S will be
encountered in this area. .

ANTICIPATED STARTING DATE AN D DURATION OF THE QPERAHONS:

It is anticipated that the drilling operations will commence the 4th quarter of 1995 and take
approximately 9 days to drill.



LOMAX EXPLORATION COMPANY
MONUMENT BUTTE STATE #9-2
NE/SE SEC. 2, T9S, R16E
DUCHENE COUNTY, UTAH

THIRTEEN POINT WELL PROGRAM

EXISTING ROADS
See attached Topographic Map "A"

To reach Lomax Exploration Company well location site Monument Butte State #9-2 located
in the NE 1/4 SE 1/4 Section 2, T9S, R16E, S.L.B. & M. Uintah County, Utah:

Proceed westerly out of Myton, Utah along Highway 40 - 1.5 miles + to the junction of this
highway and Utah State Highway 53; proceed southerly along Utah State Highway 53 - 6.3
miles to its junction with an existing dirt road to the southeast; proceed southeasterly along

this road 2.8 miles to its junction with an existing dirt road to the south; proceed southerly
along this road 1.3 miles to its intersection with an existing dirt road to the southeast. Proceed
southeasterly along this road .2 miles to its intersection with the beginning of the proposed
access road, to be discussed in Item #2.

The highways mentioned in the foregoing paragraph are bituminous surfaced roads to the point
where Highway 53 exists to the South, thereafter the roads are constructed with existing
materials and gravel. The highways are maintained by Utah State road crews. All other roads
are maintained by County Crews.

The aforementioned dirt oilﬁéld service roads and other roads in the vicinity are constructed out
of existing native materials that are prevalent to the existing area they are located in and range
from clays to a sandy-clay shale material.

The roads required for access”(iunng the dﬁllihg, con'xpletion. and production phase will be
maintained at the standards required by the State or other controlling agencies. This
maintenance will consist of some minor grader work for smoothing road surfaces and for snow
removal.

PLANNED ACCESS ROAD
See Topographic Map "B".

The planned access road leaves the existing location described in Item #1 in the NE 1/4 SE 1/4
Section 2 , T9S, R16E, S.L.B. & M., and proceeds in a southerly direction approximately 700’
+_to the proposed location site.

The proposed access road will be an 18'-crown road (9 either side of the centerline) with
drainage ditches along either side of the proposed road whether it is determined necessary in
order to handle any run-off from normal meteorological conditions that are prevalent to this
area. The maximum grade will be less than 8 %.



MONUMENT BUTTE STATE #9-2

There are no culverts required along this access road. There will be barrow ditches and turnouts
as needed along this road.

There are no fences encountered along this proposed road. There are no new gates or cattle
guards required.

All construction material for this access road will be borrowed material accumulated during
construction of the access road.

LOCATION OF EXISTING WELLS

There are five (5) producing, one (1) injection, and one (1) shut-in Lomax Exploration wells;
and nine (9) producing, six (6) injection, and one (1) P&A Dalon well’s, within a one (1) mile
radius, of this location. :
LOCATION OF EXISTING AND/QOR PROPOSED FACILITIES

There are no existing facilities that will be used by this well.

It is anticipated that this well will be a producing oil well.

Upon construction of a tank battery the well pad will be surrounded by a dike of sufficient
capacity to contain at minimum the entire contests of the largest tank within the facility battery.

Tank batteries will be placed on a per Sundry Notice if the well is completed as a producer.

LOCATION AND TYPE OF WATER SUPPLY

At the present time, it is anticipated that the water for this well will be trucked from our pre-
approved Lomax Exploration Company fresh water supply line located at the Monument Butte -
#5-32, location as indicated on Topographic Map - Exhibit "C"

In the event this water source is not used an alternate source will be used and all the necessary
arrangements will be made with the proper authorities.

There will be no water well drilled at this site.
SOURCE OF CONSTRUCTION MATERIALS
See Location Layout Sheet - Exhibit "E".

All construction material for this location shall be borrowed material accumulated during
construction of the location site and access road. (Pit lining material is referred to in Item #7.)

A mineral material application is not required for this location.

METHQDS FOR HANDLING WASTE DISPOSAL
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MONUMENT BUTTE STATE #9-2

See Location Layout Sheet - Exhibit "E".

" A reserve pit will be constructed and lined with a plastic nylon reinforced line so as not to leak,

break, or allow discharge. It will be a minimum of 12 mil thickness with sufficieat bedding
(either straw or dirt) to cover any rocks.” The liner will overlap the pit wall and be covered with
dirt and/or rocks to hold it in place. No trash, scrap pipe, etc., that could puncture the liner
will be disposed on in the pit.

After first production, produced water will be confined to a pit or storage tank for a period not
to exceed one hundred twenty (120) days. During the one hundred twenty (120) day period, in
accordance with the Onshore Order #7, an application for approval of permanent disposal
method and location, along with required water analysis, shall be submitted for the Authorized
Officers approval.

A portable toilet will be provided for human waste.

. A trash basket will be provided for garbage (trash) and hauled away to an approved disposal site |

at the completion of the drilling activities.

ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time and none foreseen in the near
future.

WELL SITE LAYOUT

See attached Location Layout Sheet - Exhibit "E".
The reserve pit will be located on the northeast between stakes 4 & 5.
There will be no flare pit planned for this location.

The stockpiled topsoil (first six (6) inches) will be stored on the west corner, near
- stake #8. - R

Access to the well pad will be from the East side between stakes 2 & 3.
Fencing Requirements
All pits will be fenced according to the following minimum standards:

a) 39 inch net wire shall be used with at least one strand of barbed wire on top of the net.

b) The net wire shall be no more than two (2) inches above the ground. The barbed wire
shall be three (3) inches above the net wire. Total height of the fence shall be at least
forty-two (42) inches.

©) Commer posts shall be cemented and/or braced in such a manner to keep tight at all
times.
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MONUMENT BUTTE STATE #9-2

d) Standard steel, wood or pipe posts shall be used between the comer braces. Maximum
distance between any two posts shall be no greater than sixteen (16) feet.

e) All wire shall be stretched, by using a stretching device, before it is attached to the
corner posts.

The reserve pit fencing will be on three (3) sides during drilling operations and on the
fourth side when the rig moves off location. Pits will be fenced and maintained until
cleanup.

PLANS FOR RESTORATION OF SURFACE
a) Producing Location

Immediately upon well completion, the location and surrounding area will be cleared of
all unused tubing, equipment, debris, material, trash and junk not required for-
production. '

If a plastic nylon reinforced liner is used, it shall be tom and perforated before
back filling of the reserve pit.

The reserve pit and that portion of the location not needed for production
facilities/operations will be re contoured to the approximated natural contours. The
reserve pit will be reclaimed within one hundred twenty (120) days from the date of
well completion. Before any dirt work takes place, the reserve pit must have all fluids
and hydrocarbons, all cans, barrels, pipe, etc., removed.

When the drilling and completion phase ends, reclamation of unused disturbed areas on
the well pad/access road no longer needed for operations, such as cut slopes, and fill
areas will be accomplished by grading, leveling and seeding as recommended by the
Authorized Officer. The seed mixture will be per State specifications, and stated in the
conditions of approval.

b) . Dry Hole Abandoned Location
At such time as the well is plugged and abandoned, the operator shall submit a

subsequent report of abandonment and the State will attach the appropriate surface
rehabilitation conditions of approval.

SURFACE QWNERSHIP - State of Utah
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MONUMENT BUTTE STATE #9-2

QTHER ADDITIONAL INFORMATION

a) Lomax Exploration Company is responsible for informing all persons in the area who
are associated with this project that they will be subject to prosecution for knowingly
disturbing historic or archaeological sites, or for collecting artifacts. If historic or
archaeological materials are uncovered during construction, Lomax is to immediately
stop work that might further disturb such materials, and contact the Authorized Officer.

b) Drilling rigs and/or equipment used during drilling operations on this well site will not
be stacked or stored on State Lands after the conclusion of drilling operations or at
any other time without State authorization. However, if State authorization is
obtained, it is-only a temporary measure to allow time to make arrangements for
permanent storage on commercial facilities. : : .

The Archaeological Report will be forwarded to the State Office, as soon as it
becomes available.

Additional Surface Stipulations

All lease and/or unit operations will be conducted in such a manner that full compliance is made
with all applicable laws and regulations. Onshore Oil and Gas Orders, the approved plan of
operations, and any applicable Notice to Lessees. Lomax Exploration is fully responsible for
the actions of its subcontractors. A copy of these conditions will be furnished to the field
representative to insure compliance.

A complete copy of the approved APD, if applicable, shall be on location during the
construction of the location and drilling activities.

Lomax Exploration Company or a contractor employed by Lomax Exploration shall contact the
State office at (801) 538-5340, 48 hours prior to construction activities.

The State office shall be notified upon site completion prior to moving on the drilling rig.



® ®
MONUMENT BUTTE STATE #9-2

13. LESSEE'S OR QPERATORS REPRESENTATIVE AND CERTIFICATION

Representative

Name: Brad Mecham
Address: P.O. Box 1446 Roosevelt, Utah 84066
Telephone: (801) 722-5103

Certification

Please be advised that LOMAX EXPLORATION COMPANY is considered to be the
operator of Well #9-2 NE/SE Section 2, Township 95, Range 16E: Lease #ML-21839;
Duchesne County, Utah: and is responsible under the terms and conditions of the lease for the
operations conducted upon the leased lands. Bond coverage is provided by Hartford Accident
#4488944, : : ‘ : '

I hereby certify that I, or persons under my direct supervision have inspected the
proposed drill site and access route; that I am familiar with the conditions which currently exist;
that the statements made in this plan are true and correct to the best of my knowledge; and that
the work associated with the operations proposed here will be performed by Lomax Exploration
Company and its contractors and subcontractors in conformity with this plan and the terms and
conditions under which it is approved. This statement is subject to the provisions of 18 U.S.C.
1001 for the filing of a false statement.

Brad Mecham
Operations Manager

8’773'9\3’ 2’1’3/5&4«\
Date
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EXHIBIT "E"

LOMAX EXPLORATION CO.
WELL LAYOUT PLAT |
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State of Utah

Division of Oil, Gas & Mining (OGM)

ON-SITE PREDRILL EVALUATION AND REVIEW

FOR

APPLICATION FOR PERMIT TO DRILL (APD)

OPERATOR

Inland Resources

WELL NO. LEASE NO.
Monument Butte State 9-2 ML - 21839
API No. LEASE TYPE

43-013-31555

State

Fee D

PROPOSED LOCATION

2058 FSL 713 FEL

Ya/ Va SECTION TOWNSHIP RANGE

NE SE 2 9 s 16 E
COUNTY FIELD

Duchesne Monument Butte

SURFACE

Same

BOTTOM HOLE

as Above

44

GPS COORDINATES

34395 N 578558

SURFACE OWNER
State Of Utah

SURFACE AGREEMENT  Yes IEI No I: CONFIDENTIAL Yes No D
LOCATING AND SITING
UAC R649-2-3. Unit
X | UAC R649-3-2. General
UAC R649-3-3. Exception
UCA 40-6-6. Drilling Unit -— Cause No.




DRILLING PROGRAM

The following information should be included in the Application for Permit
to Drill submitted.

1

Surface Formation and Estimated Tops/Geologic Markers

Estimated Depths and Names of Anticipated Water, 0il, Gas or
other Mineral Bearing Formations

(All fresh water sands encountered during drilling shall be
recorded and reported to the Division on Form 7.)

Well Control Equipment & Testing Procedures

Proposed Casing and Cementing Program

Mud Program, Circulating Medium, and Monitoring equipment
Coring, Testing, and Logging Program

Expected Bottom Hole Pressures and any anticipated Abnormal
Pressures, Temperatures or Potential Hazards such as hydrogen
sulfide, expectations and contingency plans for mitigating
identified hazards

Any other information relative to the proposed operation.




SURFACE USE PLAN

1. Current Surface Use

Grazing and wildlife habitat

2. Proposed Surface Disturbance

Location and access road will require about 4.5 acres.

3. Existing Roads

See the attached map labeled Topographic map "B".

4. Planned Access Roads (include length of new road, length of existing road to be
upgraded, maximum disturbed and travel surface widths, maximum grades, turnouts,
surface materials, drainage, cattleguards)

The access road will be about 700’ long and have a running surface of 16’
total disturbance will be about 40’ including ditches and water bars.

5. Location of existing wells within one-mile radius of proposed location, include
water, injection, producing, drilling with present status of each well

See the attached map labeled exhibit "D" for existing wells within one
mile.

6. Location of Production Facilities and Pipelines

The production facilities will be set up on location after completion of
the well. Other facilities are already in place for this project.

7. Waste Management Plan

A waste management plan is included as part of the APD. It can be found
on page 2 of the surface use plan under the title Methods for handling

waste management.

8. Ancillary Facilities

None are required.

9. Well Site Layout
See Exhibit "E" attached to the APD.




10. Reserve Pit

a. Characteristics

Pit shall be in cut, located southeast of well site and will measure
50 feet by 80 feet by 10 feet deep.

b. Lining (Site ranking form attached)

25 points.

11. surface Restoration Plans

Surface will be restored as found.




SURFACE GEOLOGY AND OTHER OBSERVATIONS

1. Regional Setting/Topography

Set in desert habitat on southeast side of broad valley. A small rocky
point is located just 50 to 60 feet to southeast of lease. However, none of
the rock formations should be disturbed when building location. The
landscape dips slowly toward the northwest. A dry wash is located
approximately 1600 feet downhill from proposed wellbore.

2. Soil Type and Characteristics

Very fine grained sand on top.

3. Surface Formation & Characteristics

Uinta formation of Upper Eocene Age.

4. Erosion/Sedimentation/Stability
Material highly erosive but should see little run-off/some sedimentation/no
stability problems.

5. Paleontological Potential Observed

None observed. According to arch report, access road had some weathered
Eocene age fossil turtle shells but lacked context. See attached report.

6. Location and Type of Water Supply (include Division of Water Rights approval or
identifying number)

Water will be supplied via Johnson water district pipeline.

7. Cultural Resources/Archaeology (if proposed location is on State land, has an
archaeology clearance been obtained?)

Yes, see attachment.

8. Affected Floodplain and/or Wetlands

Is a 404 dredge and fill permit required? (Any activity which will change the
bottom elevation of the "waters of the United States" including wetlands, natural
and artificially created waters, and even some drainages may require a permit from
the Army Corps of Engineers)

NO.




9. Flora/Fauna
(Briefly describe the flora found on the proposed site and the fauna evidenced or
sighted on or near the proposed location)

Premium ground cover with sheep grass, rabbit brush, four-wing salt brush,
see photos. Antelope, rabbit, coyote, small birds, raptors, reptiles, and
insects. Notified Wildlife Resources and requested Keith Day check location

for clearance on T&E species.

Comments
Discussed using a low water crossing on access road into lease. Lease
appeared problem free. Photos were taken to document pre-site land

condition for reclamation purposes.

Onsite Participants
Brad Mecham, Inland Resources, Inc., Dennis Ingram, DOGM.

Dennis L. Ingram » 9/22/95 8:30 A.M.

OGM Representative Date and Time




STATEMENTS OF BASIS
FOR
OGM Review and Approval of Application for Permit to Drill (APD)

Operator Inland Resources Well Mon. Butte St. 9-2

ENGINEERING/LOCATING and SITING

The proposed location meets the location and siting requirements of R649-3-
2. The application and proposed casing and drillin lan appear to be
consistent with accepted industry standards of practice and sound

engineering design. A casing design safety check is attached. Blow out

revention monitoring/contingenc lans are adequate.

Signature Date

GEOLOGY/GROUND WATER

Fresh water may be encountered in the first 300 feet of drilling. The base
of moderately saline water is at a depth of approximately 1500 feet. The
proposed casing and cement program will adequately protect fresh water.

Signature Date
SURFACE
Signature Date

STIPULATIONS for APD Approval

ATTACHMENTS
photos




Evaluation Ranking Criteria and Ranking Score
For Reserve and Onsite Pit Liner Requirements

' Site-Specific Factors l Ranking Score Final Ranking
Score

et B ——)

Distance to Groundwater (feet) 0
>200 0]
100 to 200 5
75 to 100 10
25 to 75 15
<25 or recharge area 20
Distance to Surf. Water (feet) 0
>1000 0]
300 to 1000 2
200 to 300 10
100 to 200 15
< 100 20
0

Distance to Nearest
Municipal Well (feet)

>5280 0
1320 to 5280 5
500 to 1320 10
<500 20
Distance to 0

Other Wells (feet)

>1320 o
300 to 1320 10
<300 20
Native Soil Type 20
Low permeability 0
Mod. permeability 10
High permeability 20




Fluid Type 5
Air/mist o]
Fresh Water 5
TDS >5000 and <10000 10
TDS >10000 or 15
0il Base Mud
Fluid containing 20
significant levels of
hazardous constituents
Drill Cuttings 0
Normal Rock 0
Salt or detrimental 10
Annual Precipitation (inches) 0
<10 0
10 to 20 5
>20 10
Affected Populations 0
<10 0
10 to 30 6
30 to 50 8
>50 10
Presence of Nearby 0]
Utility Conduits
Not Present 0
Unknown 10
Present 15
“ Final Score ||25




The summation of all of the above ranking scores will yield one value which

shall be used to determine the appropriate type of containment, on a case-by-
case basis. The sensitivity levels are as follows:

Level I Sensitivity: For scores totaling >20

Level II Sensgitivity: For scores totaling 15 to 19
Level III Sensitivity: For scores totaling <15

Containment Requirements According to Sensitivity Level

Level I: Requires total containment by synthetic liner, concrete
structure or other type of total containment structure or
material.

Level II: Bentonite or other compatible lining is discretionary
depending on the fluid to be contained and environmental

sensitivity.

Level III: No specific lining requirements.

OTHER GUIDELINES FOR PITS

1. Unlined pits shall not be constructed on areas of fill materials.

2. A pit shall not be constructed in a drainages or floodplain of flowing
or intermittent streams.

3. Synthetic liners used for lining reserve pits, shall be of 12 mil
thickness or greater and shall be compatible with the fluid to be
contained. Synthetic liners used for lining onsite pits with a longer
expected life shall be a minimum of 30 mil thickness or as approved by
the Division.

4. Synthetic liners shall be installed over smooth fill material which is
free of pockets, loose rocks or other materials which could damage the
liner.

5. Monitoring systems for pits or closed mud systems may be required for

drilling in sensitive areas.

10
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A CULTURAL RESOURCES SURVEY OF MONUMENT BUTTE STATE #2-36
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by

Lynita S. Langley
Archaeologist

Prepared for:
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| INTRODUCTION

In August 1995, Inland Production Company of Roosevelt, Utah (Inland) requested that
Sagebrush Archaeological Consultants, L.L.C. (Sagebrush) conduct a cultural resources inventory
of Inland Monument Butte State wells #2-36 and #9-2 and access roads in Duchesne County,

Utah.

The proposed wells are located in T. 8S., R. 16E., S. 36 and T. 9S., R. 16E., S. 2. Lands in
both of these sections are administered by the State of Utah. Footages for well#2-36 are 1996
FWL and 644 FSL. Footages for well #9-2 are 713 FWL and 2058 FNL. The project area lies on
the USGS 7.5' Quadrangle Myton SE, Utah (1964) (Figure 1). The field inspection was carried out
by Lynita S. Langley and Wendy Simmons Johnson on August 31, 1995 under authority of Utah

State Antiquities Permit No. U-95-SJ -490s.

A file search for previously recorded cultural resources sites and paleontological localities
near the project area was conducted by Lynita S. Langley and Wendy Simmons Johnson on
August 31, 1995 at the Bureau of Land Management, Vernal District Office. Also, Martha
Hayden, paleontologist, with the Utah Geological Survey was consulted regarding paleontological

resources in the area.

More than 20 previous cultural resources projects have been conducted in the area of the
current project. Owing to the large number of individual projects conducted in the area, individual
project descriptions will not be listed. However, 17 individual sites, including both project-related
and individual sites, have been previously recorded in the vicinity of the current project area.
Following is a brief description of these sites:

Caltural Resources Sites -

Site 42Dc341. This site, located northwest of Castle Peak Draw, is a lithic quarry
consisting of core materials, lithic siltstone flakes, and one siltstone biface. This site was

recommended NOT ELIGIBLE to the NRHP.

Site 42Dc381. This site, located on a south slope in the vicinity of Castle Peak Draw, is a
thin scatter of flakes and a biface. The site shows signs of depth and may reveal further
information about the area’s early inhabitants. The site was recommended ELIGIBLE to

the NRHP.

Site 42Dc426. This site, located on the north side of a low butte northwest of Castle Peak
Draw, contains both a historic and prehistoric component. The site consists of a
prehistoric lithic scatter with groundstone fragments and various lithic tools including
bifaces, cores, choppers, and manos. In addition to the prehistoric component, a light
scatter of historic tin cans and one historic petroglyph were noted at the site. This site was
recommended ELIGIBLE to the NRHP.
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Site 42Dc428. This site, located on a ridge top north of Castle Peak Draw, is a sheep
camp possibly dating to the 1940s. The site consists of a small trash scatter including tin
cans, glass, baling wire and ceramics. This site was recommended NOT ELIGIBLE to the
NRHP.

Site 42D¢503. This site, located below a sandstone outcrop east of Wells Draw, is a large
lithic scatter with many roughly worked bifaces as well as several lithic cores and flakes.
This site was recommended ELIGIBLE to the NRHP.

Site 42Dc¢504. This site, located in the cut of a dirt road east of Wells Draw, is a possible
lithic quarry with cores and flakes. This site was recommended NOT ELIGIBLE to the
NRHP.

Site 42Dc505. This site, located in the cut of a dirt road east of Wells Draw, 1s a sparse
lithic scatter consisting of four to five worked pieces of chalcedony and one secondary
flake of the same material. This site was recommended NOT ELIGIBLE to the NRHP.

Site 42Dc¢732. This site, located in the Castle Peak Draw area, is an extensive lithic
scatter and surface occupation containing several hearths. This site was recommended
ELIGIBLE to the NRHP.

Site 42Dc854. This site is a large prehistoric campsite located in a dunal area. This site
consists primarily of a large (500-plus flakes) lithic scatter. Primary flakes are dominant
with secondary common, tertiary flakes, shatter and cores are present but rare. Fire-cracked
rock (FCR) was scattered throughout the site in eroded areas. No particular FCR
configurations were noted possibly due to the deflated nature of portions of the site. Seven
crude bifaces and two possible groundstone fragments (one a possible mano fragment)
were also located at this site. This site was recommended ELIGIBLE to the NRHP.

g Site 42D¢907. This site consists of a sparse lithic scatter located on a low bench jﬁst
north of a small knoll. The single tool located at the sites was a biface. No diagnostic
tools or features were noted at the site. This site was recommended NOT ELIGIBLE to the
NRHP. :

Site 42Dc908. This site consists of a large lithic scatter and is located on a gently sloping
bench above a large drainage and below a small knoll. Tools located at the site include
sixteen bifacially worked tools and two cores. No diagnostic tools or features were noted.
This site was recommended ELIGIBLE to the NRHP.

Site 42Dc909. This site, located on a sandy bluff flanked by three drainages, consists of a
large and sparse lithic scatter. Artifacts noted include approximately 150 lithic flakes,
three bifaces and a drill. No features and no diagnostic tools were noted. This site was
recommended ELIGIBLE to the NRHP.
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Paleontological Localities

Locality 42Dc103P. This locality, located in an outcropping of sandstone in the Ulinta
Formation, consists of plant fossil specimens and a possible fish tail fossil. This locality is
considered SIGNIFICANT.

Locality 42Dc207V. This locality, located in an outcropping of Upper Eocene Uinta
Formation, consists of turtle fossil. This locality is considered IMPORTANT.

Locality 42Dc208V. This locality, located in an outcropping of the Upper Eocene Ulinta
Formation, also consists of turtle fossil. One specimen found is possibly “small, thin-
shelled” turtle and may be almost complete. This locality is considered IMPORTANT.

Locality 42Dc224V. This locality consists of several fossilized turtle shells eroding out
of the portion of Uinta Formation exposed along the south side of well pad #15-36. These
exposures are located at 43 and 48 yards (39 and 43 m) south of the center stake.
Fragments of what appear to be "a small fossil lizard jaw" were found 15 yards southwest
of corner #8 of the well pad. This locality is considered SIGNIFICANT.

Locality 42D¢225V. This locality consists of fragmented pieces of turtle shell scattered
about the southwest portion of well #10-36. This material may have been transported by
water action to this location from the outcrop immediately to the south. Additionally, a
number of turtle shell fragments were found around the hill northeast of the weil pad. This
locality is considered IMPORTANT.

No additional cultural resource sites have been recorded in this area and no paleontological
localities are listed as being located within the current project area. The National Register of
Historic Places (NRHP) was consulted prior to the commencement of fieldwork for the present

project. No NRHP sites were found located in the vicinity of the current project area.

ENVIRONMENT

The well pads surveyed during this project lie approximately eight miles south-southeast of
Miyton, Utah near Wells Draw. Both well pads and access roads lie in an area of low rolling
tablelands dissected by deep drainages and low eroding bedrock outcrops of sandstone and
limestone. Soils in the area are poorly developed and extremely sandy in nature. Sediments
consist of very fine grained, buff colored sand intermixed with many small angular gravels
composed of a blocky chert material, quartzite, mudstone and sandstone. The elevation of the
project area ranges from approximately 5450 to 5500 feet a.s.l. Vegetation in the survey area
covers approximately 30 percent of the surface and is predominantly shadscale community species.
Noted species include greasewood, bunch grass, prickley pear cactus, spiny horsebrush, riddel
groundsel, Indian ricegrass, gray rabbitbrush, spiny hopsage, bladderpod, vetch, buckwheat, and
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various other desert species. The nearest permanent water source is Antelope Creek which is
located approximately six miles to the northwest. Natural disturbance in the area consists
primarily of sheetwash erosion and arroyo cutting. Cultural disturbance includes pre-existing well
pad locations, and a number of roads and access roads which lead to well locations.

METHODOLOGY

The survey area covered during this project consists of two ten acre parcels of land
centered on proposed well heads and one access road corridor connecting Inland well #2-36 to
pre-existing well location access roads. The well pads were inventoried by Lynita S. Langley and
Wendy Simmons Johnson in parallel transects spaced no more than 45 feet [ft] (15 meters [m])
apart. The access road, which totaled 1800 ft (548.6 m) in length, was walked in two parallel
transects spaced 30 ft (10 m) apart to cover a corridor width of 100 ft (30 m). The area surveyed

“on this project (including both well pads and the access road) totaled 24.13 acres.

RESULTS

The archaeological survey resulted in the documentation of one paleontological locality.
The paleontological locality (42Dc226V), consisting of badly weathered fragments of turtle, was
located during the survey of the access road for Monument Butte State well #2-36 (Figure 1).

Locality 42Dc226V. This locality, consisting of approximately 20-to-25 fragments of badly
weathered turtle shell, was located on the access road approximately 600 ft (183 m) northwest of
the center stake. The fossil fragments were scattered over an area measuring approximately 60 ft
(18 m) north-south by 30 ft (10 m) east-west. The fragments have eroded out of an outcropping of
the Upper Eocene Uinta Formation. There appears to be little or no chance for additional fossil
occurrence in this locality owing to its extremely eroded condition.

RECOMMENDATIONS

No cultural resources sites were identified within the project area. However a number of
weathered Eocene age fossil turtle shell fragments (Locality 42Dc226V) were found on the access
road. The plaeontological site represents a minor, isolated scatter of highly weathered fossil
material, most of which appears to lack context. Owing to the weathered condition of the fossil
material and the isolaed nature of the find, this locality is not considered singificant within the
context of Uinta Basin paleontology. :
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No significant cultural resources nor paleontological resources were found during this
survey. Cultural and paleontological clearance is recommended for the proposed project.

This investigation was conducted with techniques which are considered to be adequate for
evaluating cultural and paleontological resources which could be adversely affected by the project.
However, should such resources be discovered during construction, a report should be made
immediately to the BLM District Archaeologist, Vernal District Office, Vernal, Utah.
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Paleontology Locality

Locality No.(s) 42Dc226V

Type of Locality: [] invertebrate []Plant [X] Vertebrate [] Trace [] Other
Formation/Horizon/Geologic Age: Upper Eocene Uinta Formation

Description of Geology and Topography: This well and access road is located approximately eight
miles southeast of Myton, Utah, and approximately 2.5 miles southeast of Wells Draw. The well pad
and access road lie in an area of low rolling tablelands dissected by deep drainages and low eroding
bedrock outcrops of sandstone and limestone. Soils in the area are poorly developed and extremely
sandy in nature. Sediments consist of very fine grained, buff colored sand intermixed with many small
angular gravels composed of a blocky chert material, quartzite, mudstone and sandstone. The
elevation of the project area ranges from approximately 5450 to 5500 feet as.l.

Location of Outcrop: Rock outcrops within the general project area consist of the Upper Eocene
Uinta Formation. This formation is primarily known for its fossil vertebrate fauna including mammals,
turtles, crocodilians, and sometimes fish and plant remains.

Map Ref. USGS Quad: _Myton, SE Scale: __1:24.000 Min. __75 Ed. _1964

NE of NE _of NW _of Sec. 36 T. _8S. R. _16E. Meridian Salt Lake

County Duchesne 7. Federal Admin. Unit(s) N/A

Specimens Collected and Field Accession No.: N/A
Repository: N/A
Specimens Observed and Disposition: Specimens observed include fragmented, highly weathered

fossil turtle shell. These fragments were located on an erosional surface interspersed with small
cobbles.

Ownership:  []Priv. (X State  [1BLM  [JUSFS [INPS  []ind. [IMil []Other

Recommendations for Further Work or Mitigation: None

Type of Mép made by Recorder: N/A
Published References: N/A

Remarks: None

Sensitivity: [1 Critical [] Significant [1!mportant [X] insignificant

. Recorded by: Lynita S. Langley, Archaeologist



Paleontclegicai Locality 42Dc226V. Overview of locality; view to the northwest.
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Paleontological Locality 42dC226V. Close-up of fossil turtle shell fragment.
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@ State of Utah |

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

355 West North Temple
3 Triad Center, Suite 350 .
Ted Stewart Salt Lake City, Utah 84180-1203
Executive Director |§ 801-538-5340
James W. Carter [ 801-359-3940 (Fax)
Division Director § 801-538-5318 (TDD)

Michael O. Leavitt
: Governor

October 2, 1995

Inland Resources
P.O. Box 1446
Roosevelt, Utah 84066

Re: Moh. Butte Siate #9-2 Well, 2058 FSL.. 713’ FEL. NE SE, Sec. 2. T.9S.. R. 16 E.,
Duchesne County, Utah : o
Gentlemen’:’
Pursuant to the provisions and requirements of Utah Code Ann. 40-6-1 et seq.,
Utah Administrative Code R649-3-1 et seq., and the attached Conditions of Approval,
approval.to drill the referenced well is granted. - ,

This approval shall expire one year from the above date unless substanﬁal and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-31555.

- Sincerely,

Assodiate Director

pil |

Enclosures

cc:  Duchesne County Assessor ‘
Bureau of Land Management, Vernal District Office

WAPD '



Operator: Inland Resources

Well Name & Number: Monument Butte State #9-2
API Number: 43-013-31555

Lease: ' State MI.-21839

Location: _ NESE Sec._ 2 T._ 9S. R.__ I6E.

Conditions of Approval

1. General ,
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and
Gas Conservation General Rules, and the applicable terms and provisions of the
approved Application for Permit to Drill. - '

2. Notification Requirements o
~Notify the Division within 24 hours following spudding the well or commencing
- drilling operations. Contact Jimmie Thompson at (801)538-5340.

Notify the Division Tpﬁor to commencing operations to plug and abandon the well.
Contact Frank Matthews or Mike Hebertson at (801)538-5340. :

3. Reporting Requirements R : o .

" All required reports, forms and submittals shall be promptly filed with the .
Division, including but not limited to the Entity Action Form (Form 6), Report of
Water Encountered During Drilling (Form 7), Weekly Progress Reports for

drilling and completion operations, and Sundry Notices and Reports on Wells -
‘requesting approval of change of plans or other operational actions.



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company:_INLAND PRODUCTION

Well Name: MONUMENT BUTTE STATE 9-2

Api No.__43-013-31555

Section 2 Township_9S Range_l6E County_DUCHESNE

Drilling Contractor

Rig #:
SPUDDED:

Date:_4/22/96

Time:

How:_ DRY HOLE

Drilling will commence:

Reported by: D. INGRAM-DOGM

Telephone #:

Date: 4/19/96 Signed: JLT




DIVISION OF OIL, OGAS AND MINING
CEMENTING OPERATIONKS

WELL KAME: _MONUMENT BUTTE STATE #9-2 API HO:_43-013-313555
QTR/QGTR: _HNE/SE SECTION: 2 TOWNSHIP: 31 RANGE _16F

COMPANY NAME: IKLAKD PRODUCTION CO COMPANY MAN_RUSS IVIE

INSPECTOR:: _DEKKIS L. INGRAM DATE: ___ 4/23,986

CASING INFORMATIONK: SURFACE CASING: _YES

SIZE: &8 578" GRADE: J-55 2418 HOLE SIZE:_12 174 DEPTH:_ _292‘

PIPE CEHTRALIZED:THREE (MIDDLE FIRST JOINT, COLLAR SECOHRD AHND

THIRD JOIKT).

CEMERTING COMPANY: HALLIBURTOR (HARDMAN)

CEMENTIKG STAGES:_ SIHGLE

SLURRY IHFORMATIOR:

22 GEE, AMD 2% CAL CHIORIDE &

1.CLASS:_"A" OR "B" ADDITIVES:
1744 FLOCELE
LEAD = 120 SACHS TAIL:
2. SLURRY WEIGHT LBS. PER GALLON:
LEAD: 14.8 PPG TAIL:

3. WATER (GAL/SX)

LEAD: 6.4 GALLONS PER SACK TAIL: 1.36 YIFLD

CEMENT TO SURFACE: _YES (S BBLS) .O8T RETURKS: KG
1 INCH INFORMATIONK: WEIGHT CEMERT TO SURFACE:
FEET: SK: CLASS: CACEL% s RETURKS :

ADDITIONAL COMMENTS:_ _HOLE STOOD FULL AFTER CEMENT JOR. HOLE
CIRCULATED AFTER HALLIAURTOM PUMPED 10 BARRELS OF FLUID; HOLE
VOLUNE WAS ESTIMATED AT 40 BARRELS. THEREFORE THE HOLE HAD ABOUT
25 TO 30 BARRELS OF WATER PRESENT BEFORE PUMPIHNG. DRILLER SAYS
HE FOUND A LITTLE MOISTURE AT 100 FEET AND WENKT TO HIST. RUSSELL
IVIE ASKED ME T0O LET THEM OFF WITHOUT A PIT LINER. THEY BRI ASTED
OM THIS PIT OK 4/15/96. I _WENT TQ IKLAHRD OFFICE AKD HAD A
MEETING WITH BRAD AND RUSSELL OK 4,24/96 AND WEHT QVER THE REASOM
THaAT THEY HNEEDED A PIT LIKER. I 4150 TOLD THEM THEY COULD CALL
DA JARVIS ABOUT LIKER REQUIREMEKTS.
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Y 22141 50 SHEETS
@) 22142 100 SHEETS
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WPT Y3-013-3/555




SIATE Yr uran

{ivisior

t DF OI1, GAS AND MINING

OPERATOR __Ln]_gng Production ©
ENTUTY ACYION FORM - roam 6 ADDRESS P.O. Box-1346

Roosevelt, UT 840566

OPERATOR ACCT. NO. 151@0“

ACTI CURKRENT NEW APL NUMBER (AKE poy
£ODE JENTIIY NO. {SHTTTY 8D, et e 0 | ST TP | 86 COUHTY ::?E “3&?}“"
A 99999 // 705 13013 31555 MNonument Butte State 09-2 MESE | 2 95 1162 { Duchesne [8/22/96 |&/22/96
WELL & COHMENS: ) Tt o

Endily adiled $-5310. /.

|

WELL 2 UOISEhTS;

WILL 3 COBRMTS:

MELL 4 CUMMENTS:

EHELL S it
i

I S

ACFICH TOPES iSee ‘mstructians on back af form}

mug Mmce »

&dd new wpd

E)Lebhs: oew ennly for new well {singie well onty)
o existing eality (group ar mmit aef{
Be-assiyn wmil From oee exicling enhty ts another axisting eatity
ke-255ign e i from one existing entily Lo 2 cew eatily
Gther {explain in comnents yection}

NOTED  dse (QMIHT s=ctiza 12 Baptain Wiy sach Aclinn Zede was salecled.

Sigrature

¥

fhahe Mo. (R0Y ) 722531023

¢016-222-708:131L 02 NOILJONAOAd ANYINI

96°¢Z Jdy

Z0'd 700 ON 9S:¢7



5“«) ?/é STAT UTAH .
DEPARTMENT OF N™TURAL RESOURCES

DIVISION OF OiL, GAS, AND MINING

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS ML-21839

Do not use this form for proposals to drill or deepen or reentry to a different reservoir. 6. If Indian, Alottes or Tribe Name
Use "APPLICATION FOR PERMIT -" for such proposals

7. If unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE

1. Type of Welk

EOH Wek DG& well DO!MI 8. Well Name and No.

Mon Butte State #9-2

2. Name of Operator

Inland Production Company 9. API Well No.
3. Address and Telephone No. 43-013-31566
P.O. Box 1446 Roosevelt, Utah 8 4 0 6 6 (801) 722-5103 10, Fiekd and Pool, or Exploratary Arsa
4. Looation of Well {Footage, Sac., T., R., M., or Survey Description) Monument Butte

NE/SE 2058' FSL & 713’ FEL 11. County or Parish, State

Sec. 2, T9S, R16E DUCHESNE, UT

12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

]  Notice of intent [] Abandonment [  change of Plans
E:l Recompletion D New Construction

m Subsequent Report D Plugging Back D Non-Routine Fracturing
D Casing repair D Water Shut-off

D Final Abandonment Notice D Altering Casing E Conversion to injection
[X] other Spud Notification [] Dispose Water

Wote: Report results of nwitiple completion on Well
Completion or Recompletion Report and Log form:)

13. Describe Pr d or Completed O ions (Clearly state ali pertinent detaiis, and give perté dates, inohudi L d date of ing any proposed work. |f well is dicsotioally

drilled, give subsurface k ions and d and true vertioal depths for all markers and zones pertinent to this work}

Drilled 12 1/4" hole to 303’ w/Leon Ross Rathole Rig
Cmt w/120 sx prem + w/2% gel + 1/4#/sk flocele

SPUD ON 4/22/96

ind correct

(LN e s\ Title Regulatory Compliance Specialist Date 04/29/96

(This space of Federal or State office use.)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.8.C. Seotion 1001, makes it a erime for any person knowingly to make to any department of the United States any false, fictitious or fraud or rep




STAT, UTAH ‘
DEPARTMENT OF "I URAL RESOURCES
DIVISION OF OiL, GAS, AND MINING

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS ML-21839

Do not use this form for proposals to drill or deepen or reentry to a different reservoir. 6. if Indian, Allottes or Tribe Neme
Use "APPLICATION FOR PERMIT -" for such proposals

7. If unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE
1. Type of Well
EOH Weil DGu well Doﬂwr 8. Well Name and No.
2, Name of Operator Mon Butte State #9-2
Inland Production Company 9. APl Well No.
3. Address and Telephone No. 43-013-3155656
P.O. Box 1446 Roosevelt, Utah 8 4 0 6 6 (801) 722-5103 10. Field and Pool, or Exploratory Ares
4. Looation of Wel (Footage, Sec., T., R., M., or Survey Desoription} Monument Butte
NE/SE 2058' FSL & 713’ FEL 11. County or Parish, State
Sec. 2, TS, R16E DUCHESNE, UT

12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

D Notice of Intent Abandonment Change of Plans
Recompletion New Construction
m Subsequent Report Plugging Back Non-Routine Fracturing

Water Shut-off
Conversion to Injection

Casing repair
Altering Casing
Other Weekly Status

[]  Finat Abandonment Notice

HO0000
0ooood

Dispose Water
Note: Raport resulte of nultiple campletion on Well
Completion or Recompletion Report and Log form.)

13. D ibe Proposed or C loted O i {Cloarly state all pertinent details, and give { dates, inchudi { d date of ing any proposed work. if well is dirsctioally
drilled, give subsurface & ions and d and tiue vertical depths for all markers and zones pertinent to this work)

WEEKLY STATUS REPORT FOR WEEK OF 4/27/96 - 5/1/96

Drilled 7 7/8 " hole from 303' - 5600' w/ Kenting Apollo Rig #56.
RIH w/ 5607.99' of 5 1/2" 15.5# J-65 csg. Cmt w/ 300 sx Hifill

and 265 sx Thixo w/ 10% Calseal.

14. | hereby ce thist foregoing st nd correct
Signed j , Title Regulatory Compliance Specialist Date 05/6/96
eryl Cameron

(This space of Federal or State office use.)

Approved by Title Date

Conditions of appioval, if sny:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly to make to any department of the United States any false, fiotitious or frauduk of rep ions as

to any matter within its jurisdiotion,

DIV. OF OiL, GAS & MINING




STAT UTAH
DEPARTMENT OF N RAL RESOURCES
DIVISION OF OIL, GAS, AND MINING

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill or deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT -" for such proposals

. Lease Designation and Serial No.

ML-21839

. If Indian, Allottee or Tribe Name

SUBMIT IN TRIPLICATE

1. Type of Well

OII Well DG&- wel DO!MV

. If unit or CA, Agreement Designation

2. Name of Operator

Inland Production Company

. Well Name and No.

Mon Butte State #9-2

3. Addiess and Telephone No.

P.O. Box 1446 Roosevelt, Utah 8 4 0 6 6 (801) 722-5103

9. APt Waell No.

43-013-31555

4. Location of Well {Footage, Ses., T., R., M., or Survey Description)

NE/SE 2058’ FSL & 713’ FEL
Sec. 2, T9S, R16E

10. Field and Pool, or Exploratory Area

Monument Butte

11. County or Parish, State

DUCHESNE, UT

12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

D Notice of Intent Abandonment
Recompletion
E Subsequent Report Plugging Back
Casing repair
|:] Final Abandonment Notice Altering Casing

Other Weekly Status

HO0000

0oaood

Change of Plans

New Construction
Non-Routine Fracturing
Water Shut-off
Conversion to Injection

Dispose Water
(Note: Report resulte of multiple completion on Well
Completion or Recompletion Report and Log form.}

13. D ibe Proposed or C feted O { {Clearly state all pertinent details, and give perti dates, i

drilled, give subsurface locations and measured and trus vertical depths for all markers and zones pertinent to this work}

WEEKLY STATUS REPORT FOR WEEK OF 5/17/96 - 5/23/96:

ludi i d date of starting any proposed work. if well is directioally

Perf A sd @ 5313'-6315', 6316'-5320'& 5322'-6327"
Perf C sd @ 49656'-4970'

Perf D sd @ 4812'-4817’

Perf PB-10 sd @ 4520'-4528'

DIV. OF OIL, GAS & MINING

Date 05/29/96

ameron

14. | hereby cegtity thatthegforegoing i Yrus, ofrect
Signed | , Title Regulatory Compliance Specialist
Ty

{This space of Federal or State office use.)

Approved by Title Date
Conditions of approval, if any:
Title 18 U.8.C. Section 1001, makes it a orime for any person knowingly to make to any department of the United States any talse, fiotitious or fraudul or 1ep as

to any matter within its jurisdiction,




STATEQUTAH
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING

SUNDRY NOTICES AND REPORTS ON WELLS

. Lease Designation and Serial No.

ML-21839

Do not use this form for proposals to drill or deepen or reentry to a different reservoir. 6.

Use "APPLICATION FOR PERMIT -" for such proposals

it Indian, Allottee or Tribe Name

SUBMIT IN TRIPLICATE

1. Type of Well

. If unit or CA, Agreement Designation

Oil Well

DGM waell
2. Name of Operator

Dmhev 8.

Well Name and No.

Mon Butte State #9-2

Inland Production Company
3. Address and Telephone No.

9.

AP1 Well No,

43-013-31555

P.O. Box 1446 Roosevelt, Utah 8 4 0 6 6 {801} 722-5103

4, Looation of Well {Footage, Sec., T., R., M., or Survey Desoription}

10. Field and Pool, or Exploratory Area

Monument Butte

NE/SE 2058’ FSL & 713’ FEL
Sec. 2, T9S, R16E

11. County or Parish, State

DUCHESNE, UT

CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

12
TYPE OF SUBMISSION TYPE OF ACTION
[:] Notice of Intent D Abandonment D Change of Plans
D Recompletion I:l New Construction
E Subsequent Report D Plugging Back D Non-Routine Fracturing
D Casing repair D Water Shut-off
D Final Abandonment Notice D Altering Casing L:] Conversion to Injection
EZ] Other Weekly Status E] Dispose Water
(Note: Report results of nmultiple completion on Well
Compiletion or Recompletion Report and Log form.)
13. D ibe P d or Comp d 0 {Cleatly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If weli is direotioally

drilled, give subsurtace locations and measured and true vertical depths for all markers and zones pertinent to this work)

WEEKLY STATUS REPORT FOR WEEK OF 5/24/96 - 5/31/96:

RIH w/ production string

ECEIVIE

ON PRODUCTION 5/31/96

JUN 0 71895

| DIV. OF OIL, GAS & MINING

Regulatory Compliance Specialist

Date 6/3/96

14. 1 heseby ceftify that fthe foregoin and correst
Signed Title
) eryi eron

{This space of Federal or State office use.)

Approved by Title Date
Conditions of approval, if any:
Title 18 U.S.C. Section 1001, makes it a orime for any person knowingly to make to any department of the United States any faiss, fiotiti or d or 1ep as

to any matter within its jurisdiction.




SUBMIT IN‘JCATE .

1See other in-

structions on

STATE OF UTAH
reverse side)

OIL & GAS CONSERVATION COMMIS
11 )

Zorm OGCC-3

5. LEASE DESIGNATION AND SERIAL NO.

ML-21839

IF INDIAN, ALLOTTEE OR TRIBE NAME

_ UNIT AOREEMENT NAME

S. FARM OR LEASE NAME

Monument Butte State
9. WELL NO.

WELL COMPLETION OR RECOMPLETIO? 3 0G *
1s. TYPE OF WELL: vil. @ Las I‘—i >
WELL" WELL b 3 ) Oth

b. TYPE OF COMPLETION: ‘-kg " ‘995 n
‘\\.\'EE‘:L _l: (‘)v\‘orgzx '_-:'. 25“ F-' :kgfﬁc j rt:. s':."n. E—‘ Qther

2, NAME OF QPERATOR
Inland Production Company DIV. OF OIL, GAS & MINING

3. ADDRESS OF OPERATOR — — s
P.0. Box 1416 Roosevelt, Utah 814066

#9-2

10. FIELD AND POOL, OR WILDCAT

. LOCATION OF WELL «Repon Tocation clearly and in accordance with any State requirements)®

NE/SE
At top prod. interval reported below 2058' FSL & T13' FEL

At surface

At total depth

Monument Butte

11. SEC.. T.. R., M., O¥ BLOCK AND SURVEY
OR AREA

Sec. 2, T9S, R16E

| 14, PERMIT XO. DATE I$SUED 12. ggg’xs'r; oR i 13, STATE
| 43-013-31555 | 8/22/95 Duchesne Utah
15. DATE SPUDDED i 16. DATE T.D. REACHED l 15 DATE COMPL. (Ready to prod.) | 18, ELEVATIONS (DF. RKB. BT. GB. £zc.)® | 19. ELEV. CASINGHEAD
1422/96 | 5/1/96 5/31/96 5492'GR -
30. TOTAL DZPTH, MD & TVD 21, PLUG., BACK T.D.. XD & TVD 03, (F MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS
HOW MANTY® DRILLED BY
5600 5555" | — X |
33, PRODUCING INTERVAL(S), OF THIS COMPLETION—TOF, BOTTOM, NAME (MD AND TVD)*  Gpreen River 25, :CA:V:IIR;C“X::NA..
5313'-5315', 5316'-5320°', 5322'-5327"', 4965'~4970", 4812'-uU817°', NO
4520'-1528"
28, TYPL LLECTRIC AND OTHIR x.ocs RUN 37. WAS WELL CORED
CBL, cif, DIt 7-1-9C. NO
28. CASING RECORD (Report all atrings set in well)
CASING S1ZT WEIGHT, LB./FT. | DEPTH SET MDY | HOLE SIZB CEMENTING RECORD AMOUNT PULLED
8 5/8 | ong | 292.75" 12 1/8 | 125 sx prem + w/?%_CC, 28Geld 1/4# /sk
| flocele '
51/2 . _15.5# . - 5607.99° T 7/8 300 sx Hifill & 265 sx Thixo w/10%
i P Calseal
29. LINER RECORD . l 30. TUBING RECORD
[3¢3 TOP (MD) ! 30TTOM (4D) SACKS CEMENT® | SCREEN (MD) ‘ size DEPTH SET (MD) PACEER SET (XD)
31, PERFORATION RECORD (Interval, aze and number) - ACID, SHOT. FRACTURE. CEMENT SQUEEZE. oTC.
é :g g 3322::23%2: 3- 5316'-5320' 5322'—5327"‘ DEPTE INTERYAL (MD) AMOUNT AND KIND OF MATERIAL CSED
D sd @ 4812'-4817" See Back
PB-10 sd @ 4520°'-4528"
33.* PRODtCTION
DATE FIRST PRODUCTION TTERODLCCTION METHOD (Flowing, gas iift, pumping-—dize and type of pump) Wl:l;‘l- ::-;'A;rus t Producing or
shut-in
5/31/96 | Pumping 2 1/2" X 1 1/2" X 16' RHAC pump producing
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR 0IL—BBL. GAS—MCF. T WATER—BBL. GAS-OIL RATIO
TZST PERIOD
7 day average 6/96 n/a — ‘ 103 l 385 | 3 3.7
7LOW, TUBING PRESS. | CASING PRESSURE | CALCULATED oiL——8BL. GAS—MCF. WATCR—BBL. OIL GBAVITY-API {COBR.)
24-B0CR BATE !
I s—— : I

34. DISPOSITION OF GAS (Soid, used for fucl, vented, ctc.)

Sold & Used for fuel

l TEST WITNESSED BY

|

35. LIST OF ATTACHMENTS

Logs listed in Item #26
36. 1 beredy cerzi&' zeb;‘t T regoing and attached Information is complete and correct as Jetermined from ali avallable records
SIGNED JOVE WNLLZ NN rrrie Regulatory Compliance SpeC. — DATE 6/27/96

*(See Instructions and Spaces for Additional Data on Reverse Side)



INSTRUCTIONS

General: This form 13 deslgned for submitting n complele and correct. well eompletinn teport and Joiz on all types of Innds apd lvﬁnm to eliher a Federal fgency or a State ngeney,

or both, pursuant to applicable Federal and/or State lnws and regutations.

snd/or State ofice.  See Inatructiona on ftems 22 and 24, and 33, below regarding separate reports for sepsrate completlona,

Any neceasnry special Instructions concerning the use of this form and the vumber of copies to he

aubmitted, partieninrly with regnrd to local, aren, or reglonal procedures and practices, elther are shown below or wHi be issued by, or may be ohtalned from, the Jocal Federal

I not Nled prior to the time this aummary record I8 subinitled, ropies of nil currently avallable logy (driiters, geologists, sample and core analysts, all types electrle, etc.), forma-

tlon and pressure tests, and directional surveys, should be attached hercto, to the extent required by applienble Federal and/or State laws and regulations.

~ should be Hated on this form, ree tem 35,

ftem 4: 1€ there are no applieable State requirements, locations on Fedetal or Indian land should be deseribed In accordance with Federal requirements.

or Federal office for spectfic Inatractions.
ftem 18:

interval, or Intervals, top(s), hottom(s) and nawe(s) (if any) for only the Interval reported in {tem 33.
for each additional interval to be separately produced, showing the ndditional data pertinent to such futerval
Item 29:

fiem 33: Submit n separate compietion report on this form for ench Interval to be separately produced.

Submit a separate report (page) on this form,

All attachments

Consult local State

Indicate which elevation I8 uaed A reference (where not otherise shown) for depth measurements glven in other sprees on this form and in any attachments.
Jtems 22 and 24: 1t thia well is completed for separante production from more than one Interval zone (multiple completion), so state In item 22, and in item 24 show the producing

adequirtely identified,

“Sacka Centent”: Attnched supplemental records for this well should show {he detalls of any multipte stage cementing and the locatton of the cementing toot.
(See Instruction tor items 22 and 24 above.)

37. AUMMARY OF POROUS ZONKS:
BHOW ALL IMIORTANT ZONKR OF POROSITY AND CONTENTS THERROF ; CORED INTRRVALS; AND ALL DRILL-§TEM TERTHE, INCLUDING || 38.
DEPTI INTREAVAL TESTED, CURIIION USED, TIME TOOL OFKN, FLOWING AND BHUT-IN FRESSURKS, AND RECOVERIES

. E Fad]
GROLOGIC MARKERS sl

e

BOTTOM

TOP

TR

. |rhom verr.BurTn

FORMATION TOb DKACRIPTION, CONTENTH, ETC.

e i it #32 NAMBD
carden Gulch MKr 1081 " Perf A sd @ 5313'-5315', 5316'-5320°",

: 5322'-5327"'
Foint 3 M 2232: Frac w/ T3,600# 20/10 sd in 445 bbls gel
Y Marker 640" .

Perf C sd @ 4965'-1970'

Douglas Cl Her "356: Perf D sd @ 4812'-181T'
BiCarbonate Micr glug' Frac w/ 103,800# 20/40 sd in 545 bbls gel

I

PB-10 sd @ 14520'-14528" ‘
w/ 78,800# 20/40 sd in U431 bbls gel

Perf
Frac




® @
Double Jack Tésting & Services, Inc.
B.O.P. Test Report

B.O.P. Test performed on (date)_4-27-9%

Oil Company LT a0 YRo> Co

‘Well Name & Number - N Be. S *9-0
Section_>
Township_94%

Range___ (o
County & State_Docvese. (T

Drilling Rig_<e>T ooy APOLLO #5b
Company Man?_\g_% TIY

‘Tool Pusher__Duase TN scKsoR
Notified prior to test_=L "\

Copies of this report sent to:
AN~ bocaRion

Original chart & test report on file at:
Double Jack Testing

Vernal, UT 84078
(801)781-0448 AUG 2 6 1936

DIV. OF OIL, GAS & MINING.

P.O. Box 828 BE EHVE
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N .

FORM 3160-5 TED STATES

(Fune 1990) DEP NT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

- SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill or to deepen or reentry a different reservaoir.
Use "APPLICATION FOR PERMIT -" for such proposals

FORM APPROVED

Budget Bureau No.-1004-0135
Expires: March 31, 1993

5. Lease Designation and Serial No.

ML-21839

6. If Indian, Allottee or Tribe Name
NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA

1. Type of Well
X 0il Gas 8. Well Name and No.
Well Well Other MONUMENT BUTTE STATE 9-2

9. API Well No.
43-013-31555

2, Name of Operator

INLAND PRODUCTION COMPANY

3. Address and Telephone No.

10. Field and Pool, or Exploratory Area
MONUMENT BUTTE

475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)
2058 FSL 0713 FEL NE/SE Section 2, T09S R16E

11. County or Parish, State

DUCHESNE COUNTY, UTAH

12, CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

. Abandonment Change of Plans
. Recompletion New Construction

: Notice of Intent

Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

: Final Abandonment Notice Altering Casing Conversion to Injection
Other Site Security Dispose Water

(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction~
ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.

ECEIVE

| NOv 02 1998

I ot
DIV. OF OIL, GAS & MINING

et

"

14. I hereby certify that the foregding is true ar%rrect
Signed deiiﬁw g , ,_%;@ % g@ Title Manager, Regulatory Compliance Date 10/28/98

(This space for Federal or State office use)
Approved by Title Date

Conditions of approval, if any:

CC: UTAH DOGM

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfuily to make to any department or agency of the United States any false, fictitious

or fradulent statements or representations as to any matter within its jurisdiction.



Diked Section

Legend

Emulsion Line

Load Line
Water Line

Inland Production Company
Site Facility Diagram

Contained Section

Qil Line
Gas Sales

Monument Butte 9-2
NE/SE Sec. 2, T9S, 16E
Duchesne County

May 12, 1998

Site Security Plan is held at the Roosevelt Office, Roosevelt Utah

Production Phase:

1) Valves 1, and 3 sealed closed

2) Valves 2 and 4 sealed open

Sales Phase:
1) Valves 2, 3, and 4 sealed closed
2) Valves 1 open

Draining Phase:

1) Valve 3 open

Treater

s Gas Sales Meter

Pumping Unit

Well Head




November 8, 2000

Mr. Dan Jarvis

State of Utah

Division of Oil, Gas and Mining
P. O. Box 145801

Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Monument Butte State #9-2-9-16 o
Monument Butte Field, Lease #ML-21839
Section 2-Township 9S-Range 16E '
Duchesne County, Utah

Dear Mr. Jarvis:
Inland Production Company herein requests approval to convert the Monument Butte State
#9-2-9-16 from a producing oil well to a water injection well in the Monument Butte (Green River)

Field.

| hope you find this application complete; however, if you have any questions or require additional
information, please contact Joyce McGough or George Rooney at (303) 893-0102.

Sincerely,

Lol b

Bill Pennington
Chief Executive Officer

RECEIVEL
DEC 13 2000

DIVISION OF
OIL, GAS AND MINING

410 Seventeenth Street, Suite 700, Denver, CO 80202 ¢ 303-893-0102 ¢ FAX 303-893-0103



STATE OF UTAH . .

DIVISION OF OIL, GAS AND MINING
APPLICATION FOR INJECTION WELL - uiC FORM 1

OPERATOR  Inland Production Company
ADDRESS 410 17th Street, Suite 700
Denver, Colorado 80202

Well Name and number; Monument Butte State #9-2-9-16
Field or Unit name: Monument Butte (Green River)/g’, ) Bune D(,dfr Lease No. ML-21839
Well Location: QQ  NE/SE section 2 townsr{ip 9S8 range 16E county Duchesne
Is this application for expansion of an existing project? . ...... ........ Yes[X] No[ ]
Will the proposed well be used for: Enhanced Recovery? ........ Yes[X] Nof ]
Disposal? ................. Yes[ ] No[X]
Storage? ................. Yes[ ] No[X]
Is this application for a new well to be drilled? .. ....... ... .... Yes[ ] No[X]
If this application is for an existing well,
has a casing test been performedonthewell?. .. .. .............. ... Yes[ ] No [X]
Date of test: Will be done at time of conversion : ic- 9/,{>
Y 0 4
AP| number: 43-013-31555 21%-7.3 (iliecd ol
Proposed injection interval: from 4520 to 5327
Proposed maximum injection: rate 500 pressure 2030 psig

Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A" through "G-1"

| certify that this report is true and complete to the best of my knowledge. ﬂ

Name: Bill Pennington Signature MZE
Title Chief Executive Officer Date November 8, 2000

Phone No. (303) 893-0102

(State use only)
Application approved by Title
Approval Date

Comments: :: PG PR =0 Frmm rm
RZCEIVED
DEC 13 2000

DIVISION OF
OIL, GAS AND MINING




INLAND PRODUCTION COMPANY
APPLICATION FOR APPROVAL OF CLASS Il INJECTION WELL
MONUMENT BUTTE STATE #9-2-9-16
"MONUMENT BUTTE (GREEN RIVER) FIELD
LEASE #ML-21839

NOVEMBER 8, 2000

RECEIVE!
DEC 13 2000

DIVISION OF
OIL, GAS AND MINING
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WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of
hole with rods and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole
with packer and tubing. Rig up water truck to casing. Pump packer fluid. Set
packer.

3. Test casing and packer.

4. Rig down, move out.

R EC E !%»‘;’ E D
Monument Butte State #9-2-9-16 DEC 1 3 2000

DIVISION OF
OIL, GAS AND MINING



Monument Butte State #9-2

Spud Date: 4/28/96 Initial Production: 103 BOPD,

Put on Production: 5/31/96 Proposed Injection 385 MCFPD, 3 BWPD
: 5492’ : 5505’ §
GL KB Wellbore Diagram
SURFACE CASING o i FRAC JOB
CSG SIZE: 8-5/8” il { 5/20/96 5313'-5327° Frac A-3 sand as follows:
. 73,000# of 20/40 sd in 445 bbls Boragel

E: J-5 s
GRADE:1-55 brokedown (@ 3650 psi. Treated @ avg
WEIGHT:24# rate 20.3 bpm, avg press 1850 psi. ISIP-

2042 psi, 5-min SI 1978 psi. Flowback
after S min on 16/64 ck @ 1.6 bpm.

5/22/96  4812°-4970° Frac C and D-1 zones as follows:
103,800# of 20/40 sd in 545 bbls
Boragel. Breakdown @ 2690# treated @
avg rate of 30.5, avg press 2200#. ISIP-
2121 psi, 5-min 2052 psi. Flowback after
5 min on 16/64” ck @ 1.6 bpm.

5/24/96  4520°-4528" Frac PB-10 zone as follows:
78,800# of 20/40 sd in 431 bbls Boragel.
Breakdown @ 30514# treated @ avg rate
of 16.5 bpm, avg press 2200#. ISIP-3090
psi, 5-min SI 3046 psi. Flowback on
16/64” ck.

LENGTH: 294.70

DEPTH LANDED: 292.75°

HOLE SIZE:12-1/4”

CEMENT DATA: 120 sxs Premium cmt, est 5 bbls to surf.

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 131 jts. (5618.99’)

DEPTH LANDED: 5608’

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sks Hyfill mixed & 265 sks thixotropic
CEMENT TOP AT: Surface per CBL

Qe

PERFORATION RECORD

5/18/96 5313-5315 4JSPF 8 holes

511896 5316-5320° 4JSPF 16 holes
5/18/96 5322-5327 4JSPF 20 holes
, 5/21/96 4965’-4970° 2JSPF 10 holes
| Packer @ 5303 5/21/96 4812-4817 2JSPF 10 holes
§/23/96 4520°-4528' 4JSPF 32 holes

4520°-28°

4812’17

4965°-70°

5313°.15°
=F 5316020

5322'27° W gromr
— RECEIVED
472 Inland Resources Inc. EOT @ 5540
Monument Butte State #9-2 ™ @ 5@600’ DEC 1 3 2030
2058 FSL 713 FEL
NESE Section 2-T9S-R16E DIVISION OF
Duchesne Co, Utah O"—, GAS AND MlN‘NG

API #43-013-31555; Lease #ML-21839

10/27/00



REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

Operations to increase ultimate recovery, such as cycling of gas, the maintenance
of pressure, the introduction of gas, water or other substances into a reservoir for
the purpose of secondary or other enhanced recovery or for storage and the
injection of water into any formation for the purpose of water disposal shall be
permitted only by order of the Board after notice and hearing.

A request for agency action for authority for the injection of gas, liquefied
petroleum gas, air, water or any other medium into any formation for any reason,
including but not necessarily limited to the establishment of or the expansion of
waterflood projects, enhanced recovery projects, and pressure maintenance
projects shall contain:

21 The name and address of the operator of the project.

inland Production Company
410 17" Street, Suite 700
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all
proposed injection wells, in the project area and within one-half mile of the
project area.

See Attachment A-1

23 A full description of the particular operation for approval is requested.

Approval is requested to convert the Monument Butte State #9-2-9-16 from a
producing oil well to a water injection well in the Monument Butte (Green River)
Field.

24 A description of the pools from which the identified wells are producing or
have produced.

The proposed injection well will inject into the Green River Formation.

2,5 The names, description and depth of the pool or pools to be affected.
The injection zone is in the Green River Formation. In the Monument Butte State
#0-2-9-16 well, the proposed injection zone is from 4520'-5327". The confining
strata directly above and below the injection zones are the top of the Douglas
Creek formation and the Basal Carbonate. All of the confining strata are
impermeable, and will effectively seal off the oil, gas, and water of the injection
zone from any strata directly above or below it.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Monument Butte State #9-2-8-16 is on file with the
Utah Division of Oil, Gas and Mining.

rd« f\‘ ": “ ‘-&jﬁ'f

DEC 13 2630

DIVISION OF
OIL, GAS AND MINING



2.7

2.8

2.9

210

4.0

A statement as to the type of fluid to be used for injection, its source and
the estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
from the Johnson Water District supply line. The secondary type of fluid to be
used for injection will be culinary water from the Johnson Water District
commingled with produced water from the Monument Butte State 9-2-9-16. The
average estimated injection of fiuids will be at a rate of 300 BPD, and the
estimated maximum injection will be at a rate of 500 BPD.

A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

An affidavit certifying that said operators or owners and surface owners
within a one-half mile radius have been provided a copy of the petition for
injection.

See Attachment C.

Any additional information the Board may determine is necessary to
adequately review the petition.

Inland Production Company will supply any additional information requested by
the Utah Division of Qil, Gas and Mining.

Establish recovery projects may be expanded and additional wells placed
on injection only upon authority from the Board after notice and hearing or
by administrative approval.

This proposed injection well is on a State lease (Lease #ML-21839) in the

Monument Butte (Green River) Field, and this request is for administrative
approval.

E"*‘ %rmwj w:*m’ ‘

DEC 13 2000

DIVISION OF
OIL, GAS AND MINING



REQUIREMENTS FOR CLASS Il INJECTION WELLS INCLUDING WATER DISPOSAL,
STORAGE AND ENHANCED RECOVERY WELLS
SECTION V - RULE R615-5-2

Injection well shall be completed, equipped, operated, and maintained in a manner
that will prevent pollution and damage to any USDW, or other resources and will
confine injected fluids to the interval approved.

The application for an injection well shall include a properly completed Form
DOGM-UIC-1 and the following:

21 A plat showing the location of the injection well, all abandoned or active
wells within a one-half mile radius of the proposed wells, and the surface
owner and the operator of any lands or producing leases, respectively,
within a one-half mile radius of the proposed injection well.

See Attachments A and A-1.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the
proposed well run prior to the installation of casing and indicating
resistivity, spontaneous potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection
well after casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and
Mining.

24 Copies of logs already on file with the Division should be referenced, but
need not be re-filed.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection
well and of the proposed method for testing the casing before use of the
well.

»

The casing program is 8-5/8", 24#, J-55 surface casing run to 295’ KB, and 5-1/,
15.5# J-55 production casing run from surface to 5608’ KB. A casing integrity
test will be conducted at the time of conversion.

See Attached Work Procedure for Injection Conversion.

2.6 A statement as to the type of fluid to be used for injection, its source and
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
from the Johnson Water District supply line. The secondary type of fluid to be
used for injection will be culinary water from the Johnson Water District
commingled with produced water. The estimated average rate of injection will be
300 BPD, and the estimated maximum rate of injection will be SOQ@P_D.

- a $jed Voo o !
ww Focas v :“‘.::
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2.7

2.8

2.9

210

2.1

212

Standard laboratory analysis of the fluid to be injected, the fluid in the
formation into which the fluid is being injected, and the compatibility of the
fluids.

See Attachments E-1, E-2, E-3 and E-4 (Water Analyses).
The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 2030 psig.

Evidence and data to support a finding that the proposed injection well will
not initiate fractures through the overlying strata or a confining interval
that could enable the injected fluid or formation fluid to enter the fresh
water strata.

The minimum fracture gradient for the Monument Butte State #9-2-9-16, for
proposed zones (4520'-5327’) calculates at 0.817 psig/ft. The maximum injection
pressures will be limited so as not to exceed this gradient. A step rate test will be
performed periodically to ensure we are below parting pressure. The proposed
maximum injection pressure is 2030 psig. See Attachment F.

Appropriate geological data on the injection interval and confining beds,
including the geologic name, lithologic description, thickness, depth, and
lateral extent.

In the Monument Butte State #9-2-9-16, the injection zone (4520'-5327") is in the
Douglas Creek member of the Green River Formation. The reservoir is a very
fine-grained sandstone with minor imbedded shale streaks. The estimated
porosity is 13%. The Douglas Creek member is composed of porous and
permeable lenticular calcareous sandstone and low porosity carbonates and
calcareous shale. The porous and lenticular sandstone varies in thickness from
0-25' within the Monument Butte area. The stratum confining the injection zone
is composed of tight, moderately calcareous, sandy lacustrine shale. All of the
confining strata are impermeable, and will effectively seal off the oil, gas, and
water of the injection zone from any strata directly above or below it.

A review of the mechanical condition of each well within a one-half mile
radius of the proposed injection well to assure that no conduit exists that
could enable fluids to migrate up or down the wellbore and enter the
improper intervals.

See Attachments D-1 through D-10.

Additionally, the injection system will be equipped with high and low pressure
shut down devices that will automatically shut in injection waters if a system
blockage or leakage occurs. One-way check valves will also ensure proper flow
management. Relief valves will also be utilized for high-pressure relief.

An affidavit certifying that a copy of the application has been provided to

all operators or owners, and surface owners within a one-half mile radius of
the proposed injection well.

See Attachment C. R Eﬁ E 5“\;’3 3
DEC 13 2000

DIVISION OF
OIL, GAS AND MINING



213  Any other information that the Board or Division may determine is

necessary to adequately review the application.

Inland Production Company will supply any requested information to the Board or
Division.

RECENVED
DEC 13 2000

DIVISION OF
OIL, GAS AND MINING
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~—Tonax ERorATIo

WELL LOCATION PLAT
MONUMENT BUTTE STATE

TION CO.

raRARY LTV T —

LOCATED IN THE NE1/4 OF THE SE1/4
SECTION 2, T9S, RI6E, S.L.B.&M.

#9-2

NORTH

|

MONUMENT

BUTTE STATE

GROUND EL:

#9-2
5492 .¢_7L3_._

SCALE:1"=1000"

(BASIS)

"@

ruu

fECEIVE:

S DEC 13 2000

2058
oo6' weddhs3 09’

LEGEND AND NOTES |

S 89'56° W 7980 CHS. (G.L.0.)

O ORIGINAL CORNER MONUMENTS ):'OUND AND USED
BY THIS SURVEY.

THE GENERAL LAND OFFICE (6.L|0.) PLAT WAS
USED FOR REFE'RENCE AND CALCULATIONS, AS

' ‘ 2 DIVISION OF
5|L, GAS AND MINING

AHachk maendt A-|
SURVEYOR’S CERTIFICATE

! HEREBY CERTIFY THAT THIS PLAT WAS PREPARED
FROM FIELD NOTES OF AN ACTUAL SURVEY
PERFORMED BY ME, DURING WHICH THE SHOWN
MONUMENTS WERE FOUND OR ESTABLISHED,

ED, REGISTERED LAND SURVEYOR,
NO, 148951 - (UTAH)

JERRY D. A
CERTIFICATE ¥N

10 AUGUST 1995  B4—121—(23;
M — A b — —— e

JERRY D. ALLRED & ASSOCIATES
SURVEYING CONSULTANTS .
121 NORTH CENTS%S’TREEI'
) DUCHESNE UTAH 84021

(801 !—738—5352 ,

£0

'd

— —

1

0p6E 6SE 108 'ON Xvi

ONININ B S¥9 “110 Wd b2:el @M 0002-80-AON




Inland Production Company
Site Facility Diagram

Monument Butte 9-2
NE/SE Sec. 2, T9S, 16E
Duchesne County

May 12, 1998

AHpo kmendt A-2

Production Tank | Production Tank
g Site Security Plan is held at the Roosevelt Office, Roosevelt Utah

Production Phase:

1) Valves 1, and 3 sealed closed

2) Valves 2 and 4 sealed open

Sales Phase:
1) Valves 2, 3, and 4 sealed closed

2) Valves 1 open

Contained Section

Diked Section
Draining Phase:
1) Valve 3 open
L. Gas Sales Meter
Legend

Emulsion Line

Load Line Pumping Unit

Water Line
Qil Line
Gas Sales

Well Head



= &
EXHIBIT B T
Page 1
Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights
1 Township 9 South, Range 16 Fast ML-21839 Inland Production Company (Surface Rights)
Section 2: All HBP Key Production Co. Inc. STATE
2 Township 9 South, Range 16 East U-18399 Inland Production Company (Surface Rights)
Section 1: SW/4 HBP USA
3 Township 9 South, Range 16 East UTU-72103 Inland Production Company (Surface Rights)
Section 1: Lot 4, S/2NW/4 HBP USA
4 Township 9 South, Range 16 East U-096550 Inland Production Company (Surface Rights)
Section 11: E/2, NW/4, NE/ASW/4 HBP USA

Section 12: NW/4
Section 14: N/2NE/4, SE/4NE/4, NE/4SE/4

9-2-9-16 MonButte State

DIVISION OF
OIL, GAS AND MINING



'ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: - Application for Approval of Class Il Injection Well
Monument Butte State #9-2-9-16

| hereby certify that a copy of the injection application has been provided to all surface owners
within a one-half mile radius of the proposed injection well.

A.. ﬂ £
Signed: “iy

Inland Production Cofnpany
Bill Pennington
Chief Executive Officer

Sworn to and subscribed before me this __/ 3 day of]?ﬂum/&( , 2000.

RECEIVED

DEC 13 2000

DIVISION OF
OIL, GAS AND MINING



Spud Date: 4/28/96

Put on Production: 5/31/96
GL: 5492 KB: 5505°
SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT:24#

LENGTH: 294.70°

DEPTH LANDED: 292.75°
HOLE SIZE:12-1/4”
CEMENT DATA: 120 sxs Premium cmt, est 5 bbls to surf.

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 131 jts. (5618.99°)

DEPTH LANDED: 5608”

HOLE SIZE: 7-7/8”

CEMENT DATA: 300 sks Hyfill mixed & 265 sks thixotropic

CEMENT TOP AT: Surface per CBL %
192

TUBING

SIZE/GRADE/WT.: 2-7/8” / M-50/ 6.5#

NO. OF JOINTS: 173 jts

TUBING ANCHOR: 4462’

TOTAL STRING LENGTH: 5397"

SN LANDED AT: 5303’

SUCKER RODS

POLISHED ROD: 1-1/2” x 22’ SM
SUCKER RODS: 4-3/4” scrapered, 107-3/4” slick rods, 95-3/4 scrapered
PUMP SIZE: 2-1/2” x 1-1/2” x 16’ RHAC

STROKE LENGTH: 7”

PUMP SPEED, SPM: 6-1/2 SPM

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR

Inland Resources Inc.

‘PEsouRces me.

Monument Butte State #9-2
2058 FSL 713 FEL
NESE Section 2-T9S-R16E
Duchesne Co, Utah
API #43-013-31555; Lease #ML-21839

Wellbore Diagram

' /P#MMM&V\;{— -1
Monument Butte Statc #9-2

FRAC JOB

Initial Production: 103 BOPD,
385 MCFFD, 3 BWPD

4520°-28’

4812°-17°

5313'-15°
5316°-20°
5322’27

SN @ 5303’
EOT @ 5540°
PBTD @ 5555’
TD @ 5600°

5/20/96  5313°-5327°

5/22/96  4812°-4970°

5/24/96  4520°-4528°

Frac A-3 sand as follows:

73,000# of 20/40 sd in 445 bbls Boragel,
brokedown (@ 3650 psi. Treated @ avg
rate 20.3 bpm, avg press 1850 psi. ISIP-
2042 psi, 5-min SI 1978 psi. Flowback
after 5 min on 16/64 ck @ 1.6 bpm.

Frac C and D-1 zones as follows:
103,800# of 20/40 sd in 545 bbls
Boragel. Breakdown @ 2690# treated @
avg rate of 30.5, avg press 2200#. ISIP-
2121 psi, 5-min 2052 psi. Flowback after
5 min on 16/64” ck @ 1.6 bpm.

Frac PB-10 zone as follows:

78,800# of 20/40 sd in 431 bbls Boragel.
Breakdown @ 30514 treated @ avg rate
of 16.5 bpm, avg press 2200#. ISIP-3090
psi, 5-min SI 3046 psi. Flowback on
16/64” ck.

PERFORATION RECORD,

5/18/96
5/18/96
5/18/96
5/21/96
5/21/96
5123196

5313°-5315"
5316°-5320°
5322°-5327°
4965°-4970
4812°-4817
4520°-4528°

4 JSPF
4 JSPF
4 JSPF
2 JSPF
2 JSPF
4 JSPE

8 holes

16 holes
20 holes
10 holes
10 holes
32 holes

RECEIVED
DEC 13 2000

DIVISION OF
OIL, GAS AND MINING

10/27/00



@ AHhihment D2

Mbnument Butte State #1-2

Well History:
8-25-81 Spud Well
9-29-81 Perf: 5328, 5326, 5157, 5116, 5114,

5113, 5029, 5027, 4998, 4987, 4826,
4825, 4824, 4781, 4779, 4662, 4661,
4660, 4652, 4651

9-30-81 Frac A-3, B-2, C-SD, D-1 and
stray sd as follows:
6000 gal 7-1/2% HCL w/35 ball
7000 gal gelled diesel pad
3500 gal 1 ppg 20/40 sd
3500 gal 2 ppg 20/40 sd
3500 gal 3 ppg 20/40 sd
3500 gal 4 ppg 20/40 sd
3500 gal 2 ppg 10/20 sd
3500 gal 3 ppg 10/20 sd
Totals 34,000 gal, 35,000# 20/40 sd,
17,500# 10/20 sd

Breakdown @ 3000#

ISI{ 21504, after 10 min 1450#
10-4-81 ' Perf: 4,534°4,544°
10-6-81 Frac PB-10 zone as follows:

Frac well with gelled diesel
3000 gal 7-1/2% HCL

2500 gal 1 ppg 20/40 sd

2500 gal 2 ppg 20/40 sd

2500 gal 3 ppg 20/40 sd

2500 gal 4 ppg 20/40 sd

2000 gal 2 ppg 10/20 sd

Total 15,000 gal, 25,000# 20/40 sd
2,000# 10/20 sd

Avg rate 12 BBLS/min @ 3200#
ISIP 2600, after 5 min 25004

2-21-85 Perf: 4,317°-4,334’, 4,342°-4,350°

2-22-85 Frac GB-6 zone as follows:
12000 gal pad
2000 gal 2 ppg 20/40 sd
3000 gal 4 ppg 20/40 sd
4000 gal 5 ppg 20/40 sd
6000 gal 6 ppg 20/40 sd
6000 gal 8 ppg 20/40 sd
Total 33,000 gal gel,
118,000# 20/40 sd

W Inland Resources Inc.

Monument Butte State #1-2
1605 FNL 1908 FEL
SWNE Section 2-T9S-R16E
Duchesne Co, Utah
API #43-013-30596; Lease #U-21839

Wellbore Diagram

GL: 5,457
KB: 5470’ (12° KB)
Surface Hole Size: 12 1/4”

Hole Size: 7 7/8”
8-5/8” 23# csg @ 300°

Rods: 1-1/4” x 22 polished rod, 1 - 2°x3/4” pony,
58 - 3/4” scrapered, 123 - 3/4” plain, 20 - 3/4”
scrapered, 3 - 1-1/2” weight rods.

2-1/2” x 1-1/2” x 15" RHAC pump
50" SL @ 6 SPM

5-127 15.5# & 14# J-55 @ 5,461’

T 3282
2-7/8” 6.5# J-55 tbg

141 jts thg 4610.74°
TA 2.80° @ 4622.74°

16 jts thg @ 518.99°

SN 1.10° @ 5144.53°

1jttbg @ 32.70°

2-7/8°NC 45’ @ 5178.78° KB

Perf’s: 4,317°-34° (10 holes), 4,342°-50°
(5 holes) (GB-6)

Perf’s: 4,534’44’ 2 SPF/20
holes (PB-10)

Tubing anchor @ 4,623’

Perf’s: 4,651°-52, 4,660°-62’(Stray)
Perf’s: 4,779°-81°(D-1)

Perf’s: 4,824°-26°(C-SD)

Perf’s: 4,986°-88’, 5,027°-

29°(Stray)
Perf’s: 5,113’-16’, 5157 (B-2)

PerP’s: 5,326°-28°(A-3)

SN @ 5,145

wasry — RECEIVED

PBTD @ 5,419’ DEC 1 3 200

TD @ 5,461 L 0
DIVISION OF

OIL, GAS AND MINING



@ /iimert D-3

Monument Butte State #8-2

Wellbore Diagram

Initial Production: 149 BOPD,

Well History:

10-8-95
11-22-95
11-23-95

11-26-95
11-28-95

11-29-95
11-30-95

Tubing Detail:

Rod Detail:

Spud Well
Perf: 5,316°-5,332"

"Frac A-3 zone as follows:

Totals 22,557 gals Boragel
70,700# 20/40 sd

Avg TP 2,400 @ 31.5 BPM
ISIP 2,280, after 5 min 2,070

Perf: 4,9477-4,955°

Frac C zone as follows:
Totals 18,635 gals Boragel
47,0004 20/40 sd

Avg TP 2,200 @ 27 BPM
ISIP 2,130, after 5 min 2,082

Perf: 4,799°-4,806

Frac D-1 zone as follows:
Totals 18,760 gals Boragel
48,200# 16/30 sd

Avg TP 2,200 @ 25 BPM
ISIP 2,255, after 5 min 2,180

2-7/8” 6.54 1-55 thg
165 jts. Tbg. (5268.27")
SN 1.10° @ 528127°KB
1jt. Tbg (27.26”)

TA 2.80° @ 5309.63’ KB
4 jts tbg (124.82°)

2-7/8” NC (4T")

EOT @ 5437.72’ KB

1-1/27x22’ Polished Rod

99 - 3/4” scrapered rods

14 - 3/4” plain rods

8 - 3/4” scrapered rods

81 - 3/4” plain rods

4 - 3/4” scrapered rods

4 - 1-1/2” weight rods
2-1/27x1-1/2"x15-1/2> RHAC pump

105 MCFD, 2 BWPD
GL: 5,450
KB: 5463° (13" KB)

Surface Hole Size: 12 1/4”

Hole Size: 7 7/8”

8-5/8” CSG @313’ KB

i O
Cement Top @ NA 2 % Z//

o

86" SL @ 4 SPM

5-127 15.5# & 14# 1-55 @ 5,891°

2-7/8” 6.5# J-55 tbg

Perf’s: 4,799°-4,806°(D-1) 4 SPF/28 holes

Perf’s: 4,947°-55°(C-SD) 4 SPF/32 holes
Tubing anchor @ 5,280

Perfs: 5,316-32°(A-3) 4 SPF/64 holes

RECEIVED

W Inland Resources Inc.

SN @5,281°

Monument Butte State #8-2 EOT @ 5438°KB DE C 1 3 2000
2078 FNL 463 FEL Sand Top @ 5,833°KB
SENE Section 2-T9S-R16E " PBTD @5,833°KB ngSION OF

Duchesne Co, Utah TD @ 5,891’KB ’ AND MINING

API #43-013-31509; Lease #ML-21839




‘ /LHZZ&QAM&M -4

Monument Butte Federal #5-1

Well History:
7-24-95 Spud Well
11-10-95 Perf: 5,257-5,293"

11-11-95 Frac A zone as follows:
Totals 27,365 gals Boragel
86,8004 20/40 sd

11-12-95 Perf: 5,074°-5,085°, 5,090°-5,093,
5,095°-5,098’

11-14-95 Frac B-2 zone as follows:
Totals 24,797 gals Boragel
89,500# 20/40 sd
Avg TP 1,800 @ 35 BPM
ISIP 2,036, after 5 min 1,905

11-15-95 Perf: 4,785°-4,794°, 4,830°-4,839°,
4,867°-4,874’, 4,891°-4,897°

11-16-95 Frac D-1, D-2 and D-3 zones as
follows:
Totals 32,503 bbls Broagel
110,000# 20/40 sd

)
Inland Resources Inc.

Monument Butte Federal #5-1
662 FWL 1982 FNL
SWNW Section 1-T9S-R16E
Duchesne Co, Utah
API #43-013-31507, Lease #U-72103

Wellbore Diagram

Initial Production: 135 BOPD,
120 MCFD, 55 BWPD

GL: 5,428
Surface Hole Size: 12 1/4”
Hole Size: 7 7/8”

Rods: 184-3/4”
8-5/8” CSG @ 305°

Cement Top @ 280°
i

5-1/2” 15.5# & 14# J-55 @ 6,076

2-7/8” 6.5# J-55 tbg @ 5,091

Tubing anchor @ 5,014°

Perf’s: 4,785°-94°, 4,830°-39°,
4.867-14°, 4,891°-97'(D-2)

Perf’s: 5,074°-85’, 5,090°-93’,
5,095°-98°(B-2)

Perfs: 5,257’63, 5,296-5,301°(A-1,A-3)

moassy  RECEIVED

TD @ 6,087
DEC 13 2000

DIVISION OF
OIL, GAS AND MINING

10/6/00



Monument Butte Federal #1-13

Spud Date: 12/2/82
Put on Injection: 8/18/94
GL: 5488’ KB: 5500’

SURFACE CASING

STRING: 1

SIZE: 8 5/8"

GRADE: K-55

WEIGHT: 24 1bs.

LENGTH: 7jts @ 299"

HOLE SIZE: 12 1/4"

DEPTH LANDED: 311'KB

CEMENT DATA: 225sx,Class G
Cement to surface

PRODUCTION CASING:

STRING: 1

SIZE: 5172"

GRADE: J-55

WEIGHT: 15.5 1bs

LENGTH: 15jts

HOLE SIZE: 77/8"

DEPTH LANDED: 6002'KB

CEMENT DATA: 360 sx, BJ Lite
525 sx, Class G

CEMENT TOP AT: 1800' from CBL
1620
/

TUBING:

169 JTS of 2-7/8”, j-55, 6.5# set at 5476°.
TA at 4043’
SN at 5441°;2.25” 1D

2
512"
J-55
14 Ibs
132 jts

% Inland Resources Inc.

Monument Butte Federal #1-13

1820 FSL 685 FWL
NWSW Section 1-T9S-R16E
Duchesne Co, Utah
API #43-013-30702; Lease #U-18399

Wellbore Diagram

Q(Hw;')\ ment D -5

- Initial Production: 265
STBOPD, 100 MCFD, 0
STBWPD

FRAC JOB

=t 4307°-4318°
] 432474327

4966°-4969°
5083°-5095°
2 5106°-5113’

5279°-5283’

5404>-5409°
5436°-5446°

PBTD @
5950° TD @
6200’

4966'- 5283', Frac w/Halliburton on 1-10-83.
47000 gal x-linked gel w/200800 Ibs 20-40

sand. avg. 60 BPM @ 2770 psig, max @ 2900 psig,
ISIP @ 2070 psig, 5 min @ 1890 psig, 15 min
@ 1860 psig.

5404'- 5446', Frac w/Halliburton on 4-23-83.
21500 gal Versagel & 91000 1bs 20-40 sand.
Avg. 20 BPM @ 4417 psig, max @ 4720 psig,
ISIP @ 2610 psig, 5 min @ 2420 psig, 10 min @
2350 psig, 15 min @ 2190 psig.

4307'- 4327', Frac w/Halliburton on 5-26-83.
26000 gal gel water w/122000 Ibs 20-40 sand.
Avg. 20 BPM @ 2045 psig, max @ 2280 psig,
ISIP @ 2100 psig, 15 min @ 1730 psig.

PERFORATION RECORD:
4307-4318' (1192 SPF YELLOW3
4324'-4327'(3) 2SPF YELLOW3
4966'-4969' (3) 1SPF  REDS
5083'-5087' (4) 1SPF  GREENI
5092'-5095' (3) 1SPF  GREENI
5106-5113'(7) 1SPF  GREENI
5279-5283' (4) 1SPF  GREEN4
5404'- 5409' (5) 2SPF GREENG6
5436- 5446' (10)2 SPF GREENG6

RECEIVED
DEC 13 2000

DIVISION OF
OIL, GAS AND MINING
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Spud Date: 11/17/82 Monument Butte Federal #1-14

Put on Production: 12/24/82
GL: 5472° KB: 5488’

SURFAGCE CASING

STRING: 1

SIZE: 8 5/8"
GRADE: 355
WEIGHT: 24 Ibs
LENGTH: 8jis @ 323"
HOLE SIZE: 12 14"
DEPTH LANDED: 339'KB
CEMENT DATA: 225 5%, Class G

PRODUCTION CASING

STRING: 1

SIZE: 512"

GRADE: J-55

WEIGHT: 15.51bs

LENGTH: 151 jts @ 5574°

HOLE SIZE: 778"

DEPTH LANDED: 5590' KB

CEMENT DATA: 325sx,BILite &
500 sx, Class G

CEMENT TOP AT: 1465' KB from CBL.

1469
—

TUBING RECORD

SIZE/GRADE/WT.: 27/8" 3-55, 6.5 Ibs

NO. OF JOINTS: 135 jnis. @ 4379’
TUBING ANCHOR: 277/8" x 2.35' Baker

NO. OF JOINTS: 27 ints @ 864'

SEATING NIPPLE: 27/8* x 1.1 (D @ 2.25")
PERF. SUB: 278" % 3

MUD ANCHOR: 27/8" x 32.5' wiNC
TOTAL STRING LENGTH: 5282’

SN LANDED AT: 5262 KB

Note: Set TA w/24" stretch.

SUCKER RODS

1 -22'x 1 1/4" Polished Rod (SM End)
1-3/4" x 6' Pony

209 - 3/4" x 25' Rods

PUMP SIZE: 21/2"x11/2"x 16 RWAC
wiringed PA plunger.
Trico Pump No.1029
STROKE LENGTH: 86"
PUMP SPEED: 4.5 SPM
PUMPING UNIT SIZE: Lufkin LM-228D-213-86T
SN B129379A 525034
ENGINE SIZE: Ajax E-42, SN 51384

(A 1nland Resources Inc.

Monument Butte Federal #1-14
820 FSL 820 FWL
SWSW Section 1-T9S-R16E
Duchesne Co, Utah
API #43-013-310703; Lease #U-18399 .

. Initial Production: 162 STBOPD,
Wellbore Diagram 100 MCFD, 0 STBWPD
FRAC JOB

4485'- 4524', Frac w/Halliburtoun on 12/21/82,
28000 gal X-linked gel w/137000 Ibs 20-40 mesh
sand. Avg 35 BPM @ 2305 psig, max @ 2470 psig,
ISIP @ 2140 psig, 5 min @ 2030 psig, 10 min

@ 1960 psig, 15 min @ 1920 psig.

e

Tap
e b il

4772'- 4776", Frac w/Halliburton on 12/26/82.
10500 gal X-linked gel w/45000 Ibs 20-40 mesh
sand, Avg 25 BPM (@ 2183 psig, max @ 2400 psig,
ISIP @ 1950 psig, S min @ 1820 psig, 10 min

@ 1750 psig, 15 min @ 1740 psig.

5250~ 5258, Frac w/Halliburton on 12/13/82.
19000 gal X-linked gel w/50000 Ibs 20-40 mesh
sand. Avg 20 BPM @ 1730 psig, max @ 1840 psig,
15 min SI @ 1070 psig.

?
B

ACID JOB

AR

PERFORATION RECORD

4485'- 4491' (6") 1 SPF YELLOW4
4514'- 4524' (10°) 1 SPF YELLOWS
4772'- 4776' (4") 4 SPF RED1
5250'- 5258' (8") 2 SPF GREEN4

TA @ 4379

BRI

YT ST ) LV 1 DR

4485°-4491"
4514°-4524°

4772°-4776°

5250°-5258’

o

d PBID @ 5540
| RECEIVED
DEC 13 2000

DIVISION OF
OIL, GAS AND MINING



Spud Date: 10/9/96

Put on Production: 2/13/97
GL: 5515° KB: 5528
SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT:24#

LENGTH: 7 jts. (294.51%)
DEPTH LANDED: 293.91* GL
HOLE SIZE:12-1/4”
CEMENT DATA: 120 sxs Premium Plus cmt, est 10 bbls to surf,

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 139 jts. (5895.61")

DEPTH LANDED: 5893.61°

HOLE SIZE: 7-7/8”

CEMENT DATA: 355 sks Hibond mixed & 340 sks thixotropic

CEMENT TOP AT: 827" per CBL
j020
—

TUBING

SIZE/GRADE/WT.: 2-7/8” / LS/ 6.5#

NO. OF JOINTS: 188 jts

TUBING ANCHOR: 5648”

TOTAL STRING LENGTH: ? (EOT @ 5746")
SN LANDED AT: 5682’

SUCKER RODS
POLISHED ROD: 1-1/2” x 22’ SM

SUCKER RODS: 4-3/4" scrapered, 123-3/4” plain rods, 97-3/4” scrapered

PUMP SIZE: 2-1/2” x 1-1/2” x 12 x 15 RHAC pump
STROKE LENGTH: 86"
PUMP SPEED, SPM: 6 SPM

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR

% Inland Resources Inc.

Monument Butte State #10-2
1980 FSL 1980 FEL
NWSE Section 2-T9S-R16E
Duchesne Co, Utah
API #43-013-31565; Lease #MIL-21839

Wellbore Diagram

‘A Hao e wd D-7
Monument Butte State #10-2

FRAC JOB

Initial Production: 102 BOPD,
120 MCFPD, 11 BWPD

4533’37

4813’22

-+ Anchor @ 5648’

5689°-5700"

SN @ 5682’
EOT @ 5746’
PBID @ 5858°
TD @ 5900°

2/5/97 5689'-5700°

2/797 4813’-4822°

2/10/97 4533°-4537

Frac CP-1 sand as follows:

112,700# of 20/40 sand in 568 bbls of
Boragel. Breakdown @ 3720 psi. Treated
@ avg rate of 24.1 bpm w/avg press of
1450 psi. ISP-2223 psi, 5-min 1974 psi.
Flowback on 12/64” ck for 2 hours and
died.

Frac D-1 sand as follows:

87,500# of 20/40 sand in 492 bbls of
Boragel. Breakdown @ 3750 psi. Treated
@ avg rate of 23.8 bpm w/avg press of
2100 psi. ISIP-2526 psi, 5-min 2537
psi.Flowback on 12/64” ck for 5 hours
and died.

Frac PB-10 zone as follows:

98,400# of 20/40 sand in 529 bbls of
Boragel. Breakdown @ 3000 psi. Treated
@ avg rate of 20 bpm w/avg press of
2450 psi. ISIP-3860 psi, 5-min 3794 psi.
Flowback on 12/64” ck for 15 min and
died.

PERFORATION RECORD

2/4/97  5689°-5700°
2/6/97  4813°-4822°
2/8/97 453374537

4 JSPF 44 holes
4 JSPF 36 holes
4JSPF 16 holes

RECEIVED

DEC 13 2000

DIVISION OF
OIL, GAS AND MINING

10/6/00



Q@ Jibihynent D%

South Wells Draw #11-2-9-16

Spud Date: 4/29/2000
Put on Injection: --/--/--
GL: 5516 KB: 5526

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT:24#

LENGTH: 7 jts. 302.52°

DEPTH LANDED: 300.12’

HOLE SIZE:12-1/4"

CEMENT DATA: 141 sxs Class “G” cmt

PRODUCTION CASING
CSG SIZE: 4-1/2"
GRADE: J-55
WEIGHT: 11.6#
LENGTH: 136 jts. (5810.87")
DEPTH LANDED: 5808.47°
HOLE SIZE: 7-7/8”
CEMENT DATA: 350 sxs Prem Lite II & 500 sxs 50/50 POZ
CEMENT TOP AT: ?
e

TUBING

SIZE/GRADE/WT.: Waiting on Completion 11/2/2000
NO. OF JOINTS:

PACKER:

SEATING NIPPLE:

TOTAL STRING LENGTH:

SN LANDED AT:

SUCKER RODS

Wellbore Diagram

FRAC JOB

%W Inland Resources Inc.

South Wells Draw #11-2-9-16
1967 FWL 1980 FSL
NESW Section 2-T9S-R16E
Duchesne Co, Utah
API #43-013-32125; Lease #ML-21839

D @ 5812

‘Waiting on Completion 11/2/2000

PERFORATION RECORD
Waiting on Completion 11/2/2000

RECEIVED

DEC 13 2000

DIVISION OF
OIL, GAS AND MINING



Spud Date: 4/22/2000
Put on Production: 6/05/2000
GL: 5527 KB: 5537’

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: 7 jts. (30.717)

DEPTH LANDED: 307.31°

HOLE SIZE:12-1/4

CEMENT DATA: 141 sxs Class “G” cmt,

PRODUCTION CASING

CSG SIZE: 4-1/2”

GRADE: J-55

WEIGHT: 11.64

LENGTH: 136 jts. (5810.87")

DEPTH LANDED: 5808.47°

HOLE SIZE: 7-7/8”

CEMENT DATA: 350 sk Prem. Lite IT mixed & 500 sxs 50/50 POZ.
CEMENT TOP AT: 217" per CBL

ﬁ(f
TUBING

SIZE/GRADE/WT : 2-3/8” / J-55/ 4.T#
NO. OF JOINTS: 160 jts

TUBING ANCHOR: 5166”

SEATING NIPPLE: 2-3/8” (1.10°)
TOTAL STRING LENGTH: EOT @ 5363’
SN LANDED AT: 5298”

SUCKER RODS

POLISHED ROD: 1-1/4” x 22° SM

SUCKER RODS: 4-1-1/2” weight bars, 10 -3/4” scraper rods, 107 - 3/4” plain
rods, 89 - 3/4” scrapered rods, 1-8, 1-6°, 1-4°, 1-2°-3/4” pony rods.

PUMP SIZE: 2-1/2” x 1-1/2” x 16 RHAC

STROKE LENGTH: 74”

PUMP SPEED, SPM: 5

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR

" ama

Inland Resources Inc.

PEROURCES NG

Monument Butte State #15-2-9-16
778 FSL 1969 FEL
SWSE Section 2-T9S-R16E
Duchesne Co, Utah
API #43-013-31567; Lease #ML-21839

Wellbore Diagram

Monument Butte State #15-2-9-16

FRAC JOB

Ao ke nt- DT

e

T e

o

475767
4782°-89

493845’
5057°-65°

Anchor @ 5166’

5202°-08°

5272’-16°
= 5279'-87°

SN @ 5208°
EOT @ 5363’
PBTD @ 5793
TD @ 5821°

5/22/00  5202’-5287"

5/25/00

5/30/00

6/01/00

5057-5065"

4938°-4945°

4757-4789°

Frac A-1 & 3 sand as follows:

75,000# 20/40 sand in 412 bbls Viking 1-
25 Fluid. Perfs brk back @ 2520 psi @
5.5 BPM. Treated @ avg press of 2300
psi w/ avg rate of 30 BPM. ISIP - 2900
psi, 5 min - 2060 psi. RD BJ. Flow back
A sd frac on 12/64 choke for 1 hr & died.
Rec 16 BTF

Frac B-2 sand as follows:

3000 glas of Viking 1-25 pad, 54,020 Ibs
white 20/40 sand in 8000 gals Viking 1-
25 fluid. 3234 gals flush. 3801 psi break
down. 2000 psi avg. 27 bmp max, 27
bmp avg. ISP 2350 psi. 5 min 2174 psi.
352 total bbls pumped. RD BJ Services.
Flow frac back @ 1/4 bmp avg rate. 45
bbis in 3 hrs.

Frac C sand as follows:

54,2394 20/40 sd in 330 bbls Viking 1-25
fluid. Hole filled w/ 60 bbls. Perfs broke
dn @ 2260 psi. Treated @ avg rate of
24.4 BPM w/ avg press of 2100 psi.
Screened out w/ 8.5# sd on perfs w/ 2352
gals flushed (862 gals short of top perf).
Est 49,622 # sd in formation & 4617# sd
leftin csg. RD BJ. Flowback frac on
12/64" chk for 1 hr & died. Rec 18 BTF

Frac D-1 sand as follows:

54,010# 20/40 sand in 323 bbls Viking I-
25 fluid. Hole filled w/ 67 bbls. Perfs
broke dn @ 3388 psi. Treated @ avg rate
0f29.4 BPM w/ avg press of 2000 psi.
ISIP: 2080 psi, 5-min: 1951 psi. RD BJ.
Flowback frac on 12/64" chk for 2 hrs
and died. Rec 94 BTF

PERFORATION RECORD

5/22/00
5/22/00
5/22/00
5/24/00
5/26/00
5/31/00
5/31/00

5279°-5287"
5272'-5276"
5202-5208”
5057°-5065"
4938°-4945°
AT5T 4767
4782°-4789

4 JSPF
4 JSPF
4 JSPF
4 JSPF
4 JSPF
4 JSPF
4 JSPF

32 holes
16 holes
24 holes
32 holes
28 holes
40 holes
28 holes

RECEIVED

DEC 13 2000
DIVISION OF

OIlL, GAS AND MINING



Monument Butte State #16-2

Spud Date: 9/26/96

Put on Production: 10/28/96
GL: 5508~ KB: 5521°
SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT:24#

LENGTH: 7 jts. (292.34’)
DEPTH LANDED: 291.24’ GL
HOLE SIZE:12-1/4”

CEMENT DATA: 120 sxs Premium Plus cmt, est 3 bbls to surf.

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 141 jts. (5849.89")

DEPTH LANDED: 5847.89

HOLE SIZE: 7-7/8”

CEMENT DATA: 480 sks Hibond mixed & 375 sks thixotropic
CEMENT TOP AT: 496* per CBL

%o

TUBING

SIZE/GRADE/WT.: 2-7/8” /LS / 6.5#

NO. OF JOINTS: 186 jts

TUBING ANCHOR: 5180

TOTAL STRING LENGTH: ? (EOT @ 5341°)
SN LANDED AT: 5214°

SUCKER RODS

POLISHED ROD: 1-1/2” x 22° SM

SUCKER RODS: 8-1” scrapered, 100-3/4" plain rods, 99-3/4” scrapered

PUMP SIZE: 2-1/2” x 1-1/2” x 12 x 15 RHAC pump
STROKE LENGTH: 54”
PUMP SPEED, SPM: 7 SPM

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR

Inland Resources Inc.

Monument Butte State #16-2
740 FSL 664 FEL
SESE Section 2-T9S-R16E
Duchesne Co, Utah
API #43-013-31510; Lease #ML-21839

Wellbore Diagram

FRAC JOB

AHae hwerd D-1D

Initial Production: 55 BOPD,
80 MCFPD, 14 BWPD

| Anchor @ 5180°

4532’-36
4549°-51°
4553°-55

4746°-50°
4773’-81

4854°-60°

5242’45’
5247’49
5252°-54

SN @ 5214’

EOT @ 5341’
Sand Top @ 5578’
PBTD @ 5791°
TD @ 5850

10/18/96 5242°-5254°

10/21/96 47464860

10/23/96 4532°-4558°

Frac A-3 sand as follows:

73,000# of 20/40 sand in 446 bbls of
Delta Frac fluid. Breakdown @ 4000 psi.
Treated @ avg rate of 20 bpm w/avg
press of 2350 psi. ISIP-2418 psi, 5-min
2358 psi. Flowback on 12/64” ck for 2-
1/2 hours and died.

Frac D-1 and D-3 zones as follows:
81,5004 of 20/40 sand in 454 bbls of
Delta Frac fluid. Breakdown @ 1710 psi.
Treated @ avg rate of 27.5 bpm w/avg
press of 2300 psi. ISIP-2951 psi, 5-min
2475 psi. Flowback on 12/64” ck for 4
hours and died.

Frac PB-10 zone as follows:

73,000# of 20/40 sand in 334 bbls of
Delta Frac fluid. Well screened out
w/f3282 gal left in flush. Placed est
51,250# of sand into formation.
Breakdown @ 2950 psi. Treated @ avg
rate of 18.5 bpm w/avg press of 2100 psi.
ISIP-3650 psi, 5-min 1328 psi. Flowback
on 12/64” ck, rec 42 bbls sand laden
fluid.

PERFORATION RECORD

10/17/96
10/17/96
10/17/96
10/19/96
10/19/96
10/19/96
10/22/96
10/22/96
10/22/96

5242°-5245’
5247°-5249
5252°-5254’
4746°-4750°
4773°-4781°
4854°-4860°
4532°-4536°
4549°-4551°
4553°-4555°

4 JSPF 12 holes
4 JSPF 8 holes
4JSPF 8 holes
4JSPF 16 holes
4JSPF 32 holes
4 JSPF 24 holes
4JSPF 16 holes
4JSPF 8 holes
4JSPF 8 holes

RECEIVED

DEC 13 2000

DIVISION OF
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AQUAMIX SCALING PREDICTIONS

COMPANY : INLAND PRODUCTION CO 10-17-2000
LOCATION:
SYSTEM:

i
i
!
:

I
WAT@R DESCRIPTION: MBS 9-2-9-16 TRT

[ INPUT VALUES USED
; ANALYSIS IN CALCULATIONS
P-ALK AS PPM CaCO3 401 401
M-ALK AS PPM CaCO3 2301 , 2301
SULFATE AS PPM S04 100 100
CHLDRIDE AS PPM Cl 2100 2100
HARDNESS AS PPM CaCO3 0
CALCIUM AS PPM CacCO3 16 16
MAGNESIUM AS PPM CaCO3 8 8
SODIUM AS PPM Na 2139 2139
BARIUM AS PPM Ba 0
STRONTIUM AS PPM Sr 0
CONDUCTIVITY 0 0
TOTAL DISSOLVED SOLIDS 5990 5728
TEMP (DEG-F) 100
SYSTEM pH 9
pH | 9

|
RESULTS :
IONIC STRENGTH-MOLAL .089
SPECIFIC GRAVITY (EST. VALUE) 1
TOTAL DISSOLVED SOLIDS-PPM (EST. VALUE) 5728

SCALING PREDICTIONS OVER A RANGE OF TEMPERATURES :
I

DEG-F |STIFF DAVIS| 1be/1000 |mg/l1 BaSO4 |mg/l SrOd mg/1 Gypsum

§ CaCO3 INDEX BBL IN EXCESS |IN EXCESS |IN EXCESS
! EXCESS OF OF OF
E CaCo3 SATURATION |SATURATION | SATURATION
sol | 1.16 5 0 0 0
100 1.39 5 0 0 0
12D 1.63 5 0 0 0
140 1.89 5 . 0 0 0
160 2,10 5 0 0 0
| 5 0 0 0
: 15
200 2 RECEIVED
DEC 13 2000
DIVISION OF

Recieved Time Oct.31. 3:35PM OIL, GAS AND MINING



Attachment "F"

Monument Butte State #9-2-9-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac
(feet) Avg. Depth ISIP Gradient

Top Bottom (feet) (psi) (psilft) Pmax
5313 5315 5314 2042 0.817 2030
5316 5320 5318 2042 0.817 2030
5322 5327 5325 2042 0.817 2030
4965 470 2718 2121 1.213 3864
4812 4817 4815 2121 0.874 2109
4520 4528 4524 3090 1.116 3077

Minimum 2030

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.005)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psi/ft and
specific gravity of the injected water is 1.005.

[Frac Gradient = (ISIP +(0.433*Avg. Depth))/Avg. Depth

RECEIVED

DEC 13 2000

DIVISION OF
OIL, GAS AND MINING



A Hoe e nd F -1
RESOURCES INC.
475 17th Street, Suite 1500
Denver, CO 80202
Daily Completion Report
MONUMENT BUTTE STATE 9-2 Surf Spud Date: 4/22/96
NE/SE Sec. 2, 9S, 16E ' Rotary Spud Date: 4/28/96
Duchesne Co., Utah TD: 5600’
APl # 43-013-31555 Comp Rig: Basin #2
5/18/96 PO: Perf “A” sd. (Day 1)

5/19/96

5/20/96

5/21/96

5/22/96

5/23/96

Summary: 5/17/96 - TP: 0, CP: 0. MIRU Basin Rig #2. NU BOP. PU 4-3/4” bit & 5-
1/2” csg scraper & tally in w/70 jts 2-7/8"” 6.5# L.S. tbg. SDFN.
DC: $5,975 TWC: $142,000

PO: Frac “A” sd. (Day 2}

Summary: 5/18/96 - TIH w/tbg. Tag PBTD @ 5555°. Tst csg to 3000#. RU swb. IFL
@ surf. FFL @ 4800’. TOH w/tbg. RU Western Atlas & PERF ‘A’ SD @ 5313-5315’,
5316-5320" & 5322-5327" W/4 JSPF. (44 holes total). TIH w/tbg to 5540°. RU swb.
IFL @ 4500’. Made 3 runs, rec 9 BW. FFL @ 5400’. SDFN.

DC: $2,860 TWC: $144,860

PO: SD for Sunday

PO: Perf “C” & "D” sds. (Day 3)

Summary: 5/20/96 - TP: 0, CP: 0. RU swb. IFL @ 4900°’. Made 2 swb runs, rec 7
BW. FFL @ 5200°. TOH w/tbg. RU Halliburton & frac “A” sd w/73,600# of 20/40 sd
in 445 bbls Boragel, broke dn @ 3650 psi. Treated @ avg rate 20.3 bpm, avg press
1850 psi. ISIP-2042 psi, 5 min SI-1978 psi. Flowback after 5 min on 16/64" ck @ 1.6
bpm. Flowed for 2 hrs & died. Rec 98 bbls frac fluid. SDFN. Est 348 BWTR.

DC: $22,315 TWC: $167,175

PO: Frac “C” & “D” zones. {Day 4)

Summary: 5/21/96 - CP: 0. TIH w/5-1/2 Halliburton BV BP, set @ 5110’. Press csg to
3000# “held”. Circ 1 sk sd on plug. Swb FL to 4300°. Rec 102 bbls frac fluid. TOH
w/tbg. RU Western Atlas & PERF “C” SD @ 4965-4970 W/2 JSPF & “D” SD 4812-
4817 W/2 JSPF. TIH w/tbg to 5045’. Swb fluid from 4300’ to 4900°. Rec 16 bbls
fluid w/tr of oil. SDFN. Est 230 BWTR. ‘

DC: $4,745 TWC: $171,920

PO: Perf PB-10. (Day 5)

Summary: 5/22/96 - TP: 30, CP: 200. Bleed press off well. RU swb. IFL @ 2000".
Swbd dn to 4000#. Rec 45 BTF w/50% OC (est 23 BW & 22 BO). TOH w/tbg. NU
tree saver. RU Halliburton & frac “C” & “D” sds w/103,800# of 20/40 sd in 545 bbis
Boragel. Break dn @ 2690# treated @ avg rate of 30.5, avg press 2200#. ISiP-2121
psi, 5 min-2052 psi. Flowback after 5 min on 16/64" ck @ 1.6 bpm. Flowed for 4 hrs
& died, rec 177 bbls w/heavy sd, no oil. SDFN. Est 575 BWTR.

DC: $23,075 TWC: $194,995 RECEIVED

DEC 13 2000

DIVISION OF
OIL, GAS AND MINING
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RESOURCES INC.
475 17th Street, Suite 1500

Denver, CO 80202

Daily Completion Report - Page Two

MONUMENT BUTTE STATE 9-2 Surf Spud Date: 4/22/96
NE/SE Sec. 2, 95, 16E Rotary Spud Date: 4/28/96
Duchesne Co., Utah TD: 5600’

APl # 43-013-31555 Comp Rig: Basin #2

5/24/96 PO: Frac PB-10. (Day 6)
Summary: 5/23/96 - CP: 475. Open well & flowed 70 bbls frac fluid until dead & TIH
w/Halliburton BV plug, set @ 4590°, Circ hole & press csg to 3000 psi “held”. Spot 1
sk on plug. Swb fluid to 3800’. Rec 90 bbls frac fluid. TOH w/tbg. RU Western Atlas
& PERF PB-10 SD @ 4520-4528” W/4 JSPF. TIH w/tbg to 4545’. Swb hole from 3800-
4400’. Rec 10 bbls fluid w/tr of oil. SDFN. Est 405 BWTR.
DC: $4,120 TWC: $199,115

5/25/96 PO: SD for holiday. (Day 7)

Summary: 5/24/96 - TP: vacuum, CP: 250#. RU swb. IFL @ 3800’. Swb well dn to
4400’, rec 10 bbis frac fluid w/tr of oil. TOH w/tbg. NU tree saver. RU Halliburton &
frac PB-10 sd w/78,800# of 20/40 sd in 431 bbls Boragel. Break dn @ 3051# treated
@ avg rate of 16.5 bpm, avg press 2200#. [ISIP-3090 psi, 5 min-SI 3046 psi.
Flowback on 16/64" ck. Flowed for 15 min & died, rec 15 bbls frac fluid. SDFN. Est
811 BWTR.

DC: $21,130 TWC: $220,245

5/26/96 SD for holiday

5/29/96 PO: Swb tst well. {Day 8)
Summary: 5/28/96 - CP: 75. TIH w/tbg & RH. Tag sd @ 4221’. Clean out sd to RBP
@ 4590’. Release plug. TOH LD plug. TIH w/new RH, tag sd @ 5020’. Clean out to
RBP @ 5110". Release plug over “A” sd & well began flowing wtr while circ’'g. Pull plug
above perfs. SD {f/rig repairs. Rec 80 BTF, 20% oil (est 16 BO & 64 BW). SDFN. Est
747 BWTR.
DC: $1,640 TWC: $221,885

5/30/96 PO: Prep to put on prod. (Day 9)
Summary: 5/29/96 - TP: 300, CP: 20. Bleed press off well. Well trying to flow. Circ
hole w/KCI wtr, lost 60 BW during circ. TOH w/BV plug. LD plug. TIH w/prod string as
follows: NC, 3 jts, SN, 27 jts thg, TA, 143 jts 2-7/8 6.5 L.S. tbg. Tag sd top @ 5205’.
Clean out to PBTD @ 5555°. LD 5 jts. ND BOPs. Set TA w/8000# tension w/EOT @
___,SN@ & TA@ __ . NU wellhead. RU swb. Made 4 swb runs, rec 39 bbls
fluid. Well started flowing, flowed 40 bbls in 1 hr & died. Total rec 79 bbls w/50% oil

cut, est 39 BO & 40 BW. SDFN. Est 767 BWTR.
RECEIVED

DC: $18,130  TWC: $240,015
DEC 13 2000
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ATTACHMENT G

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1. Plug #1 Set 164’ plug from 5213’-5377’ with 25 sxs Class “G” cement.

2, Plug #2 Set 600’ plug from 4420°-5020’ with 75 sxs Class “G"” cement.

3. Plug #3 Set 200’ plug from 2000°-2200’ with 25 sxs Class “G” cement.

4. Plug #4 Set 100’ plug from 243’-343’ with 20 sxs Class “G” cement (50’
above and 50’ below casing shoe).

5. Plug #5 Set 50° plug from surface with 10 sxs Class “G” cement.

6. Plug #6 Pump 50 sxs Class “G” cement down the 7-7/8” x 5-1/2” annulus to

cement to surface.

Monument Butte State #9-2-9-16 R EC E !VE D

OEC 13 2000

DIVISION OF
OIL, GAS AND MINING
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Monument Butte State #9-2

Spud Date: 4/28/96 Initial Production: 103 BOPD,
Put on Production: 5/31/96 Proposed P & A 385 MCFPD, 3 BWPD

Wellbore Diagram

GL: 5492° KB: 5505°

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT:24#

LENGTH: 294.70"

DEPTH LANDED: 292.75°

HOLE SIZE:12-1/4"

CEMENT DATA: 120 sxs Premium cmt, est 5 bbls to surf.

10 sx Class “G” ¢mt, 50’ to surface

50 sx Class “G” cmt, down annulus to
cement to surface

20 sx Class “G” cmt, 243°-343’

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.54#

LENGTH: 131 jts. (5618.99°)

DEPTH LANDED: 5608’

HOLE SIZE: 7-7/8”

CEMENT DATA: 300 sks Hyfill mixed & 265 sks thixotropic
CEMENT TOP AT: Surface per CBL

25 sx Class “G” cmt, 2000°-2200°

4520°28"
= 1207
3 4965"-70°

75 sx Class “G” cmt, from 4420°-5020°

& 531315
5316.20" 25 sx Class “G” cmt, from 5213°-5377°
5322°27

%ﬁ/ Inland Resources Inc.

PBTD @ 5555°
Monument Butte State #9-2
2058 FSL 713 FEL

RECEIVED
NESE Section 2-T9S8-R16E

Duchesne Ca, Utal DEC qs 3 2000
API #43-013-31555; Lease #ML-21839
DIVISION Q5700

OIL, GAS AND MINING



STATEQF UTAH
DEPARTMENT O TURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING

5. Lease Designation and Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS ML-21839
Do not use this form for proposals to drill or deepen or reentry to a different reservoir. 6. If Indian, Allottee or Tribe Name
Use "APPLICATION FOR PERMIT -" for such proposals NA
7. If unit or CA, Agreement Designation

1. Type of Well

SUBMIT IN TRIPLICATE
OiI Well

DGas well [:I Other
2. Name of Operator

INLAND PRODUCTION COMPANY

. Well Name and No.

Mon Buite State #9-2

3. Address and Telephone No.

410 Seventeenth Street, Suite 700 Denver, CO 80202 (303) 893-0102

. APl Well No.

43-013-33238

4. Location of Well (Footage, Sec., T., R., M., or Survey Description)

NE/SE Sec. 2, 9S8, 17E 2073' FSL & 770.4' FEL

10. Field and Pool, or Exploratory Area
Monument Butte

11. County or Parish, State

Duchesne County, UT

12

CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION

TYPE OF ACTION

Notice of Intent Abandonment

X1

Recompletion

|_—_] Subsequent Report Plugging Back
Casing repair

[] Final Abandonment Notice Altering Casing
Other

Hopood

HR0000

Change of Plans

New Construction
Non-Routine Fracturing
Water Shut-off
Conversion to Injection
Dispose Water

(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directioally

drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work)

Please see attached injection application.

14. | hereby

Signed Regulatory Specialist

rtify that the foregoing is tri ndycorgct
R itle

Jﬁ){'cem’IcG@

pat ZZMZ L 2000

(This space of Federal or State office use.}

Approved by Title

Conditions of approval, if any:

Date

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly 1o make to any department of the United States any false, fictitious of fraudulent statements or represenvﬁsE C E WE D

to any matter within its jurisdiction.

DEC 13 2000

DIVISION OF
OIL, GAS AND MINING
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ATTER OF THE APPUCATION . NOTICE OF AGENCY ACTION
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FOR ADMIP{AISTRATNE APPROVAL OF : CAUSE NO.UIC-268
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DUCHESNE COUNTY, UTAH, A
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TMHE %QTE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED

“Nollce Is horeby glven that the Divislon of Oll, Gas and Mining
(the °"Divislon®) is commencing an informal adjudicative pro-
ceeding to consider the application of INLANI PRODUC ON
COMPANY for: administiative approval of the MONUMENT Bl
FEDERAL 4-1-9-16 MONUMENT BUTIE FEDERAL 6-1-49-16 and MONU
MENT DUTTE STATE 9-2- 9-46 "wells, located In Seclions 1 and 2,
Towns! 9Sou1h Ran 016 East, Duchesne Couni( Utah, for con-
verslon 1o a Class Il In?ecllon wells, The proceedin: will be con-
gruoc ogul'n accordanco wlth Utah Admin. R649-10, Adminlstrative
o

s.lecﬂve zono: ln Ihe GREEN RIVER Formation wiil be used for -

wqior ln cllon mum requesied Injection pressute and
taie fne med on fraciure gmdlenl Information
cubmlﬂod by INLAND PRO UCTION COMPANY

Any person deslring fo object 1o the ap?ncqﬂon or oiherwlse
lnhmno In the: roceedln must file a written protest or.notice
of intervention with the Division within fifteen doys following ﬁ)ubll

of this wc a protest or notice of intervenfion Is
cation of thi noﬂce l h’ ﬁ test f Int [
ucolvod wll bo scheduled In accordance with the
afof tive procedural rules.  Protestonts
angd:f iniemn shoul be ﬁropared fo demonstrate at the
or ottachl elf interests. ]

.. {3/ John R Bazo
Anocla!o Director

u ‘_\\iiJlUr\‘:Y L
2526 Hartford St

Q« % Lage City, UT 84106
Wiy Commission xores
Aprit 1, 2004
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STATE OF UTAH
DIVISION OF OIL, GAS & MINING



AFFIDAVIT OF PUBLICATION

County of Duchesne,
STATE OF UTAH

I, Craig L. Ashby on oath, say that I am the
PUBLISHER of the Uintah Basin Standard, a weekly
newspaper of general circulation, published at Roosevelt,
State and County aforesaid, and that a certain notice, a true
copy of which is hereto attached, was published in the full
issue such newspaper for __/  consecutive issues, and
that the first publication was on the i day of

NOAU act. 20 p/ |, and that the last pubhcatlon
of such notice wés in the issue of such newspaper dated the

_ 9 day ofo 200/ .

O / Publisher

Subscribed and sworn to before 1S

Notary Public

BONNIE PARRISH
HOTARY PUBLIC + STATE of UTHH
471 N. HILLCREST DR, (415-5) |-
ROOSEVELT, UT 84066
COMM. EXP 3-31-2004

. otherwm mtervcﬁeuh fthe

o

NOTICE OF
AGENCY.
ACTION

CAUSE NO.
UIC-268 -

"IN THE MATTER OF

' THE APPLICATION OF

INLAND PRODUCTION
COMPANY FOR AD-
MINISTRATIVE AP-
PROVAL OF THE
MONUMENT BUTTE
FEDERAL . 1-1-9-16,
MONUMENT BUTTE
FEDERAL 5-1-19-16 and

" MONUMENT BUTTE
" STATE 9-2-9-16 WELLS

LOCATED INSECTIONS
1 and 2, TOWNSHIP 9
SOUTH,' RANGE 16
EAST, SALT. LAKE,
DUCHESNE COUNTY,

» UTAH, AS A CLASS II

INJECTION WELLS
THE STATE OF UTAH

TO ALL  PERSONS iN-

TERBSTED IN - THE

. ABOVE ENTITLED
‘ MATTER i

Notice is hereby’ gIven».

‘thatthe Division of Oil, Gas
“and Mmmg (the “Djvision™)
- is commencing an informal -

adjudicative proceeding to
consider the application of
INLAND PRODUCTION

- COMPANY for -adminis-
: tratxve approval ‘of :the -
TTE -

T MONUMENT:. BUTTE'V

FEDERAL:5-1-19-16 and
MONUMENT : BUTTE
STATE 9:2-9-16 wells; lo-
cated in Sections 1.and 2,
Township 9-§outh,-Range
16 East; Duchesne County,
Utah; for conveérsion to a
‘Class Il injection wells. The
promding‘willbeconducted
in accordance with ‘Utah

,Admin;R649-10, Adminis-

trative Procedures i

" Sélective zones in-the
GREENRIVERFonnatnon
will be used for water injec-
tion; ‘The' maxnmum re-
quested injection pressure
and| rate \v‘lllbb’déte"rmmed

AR ﬁprso esiring to
objéct td the #pplication or

' ten protést oF Abtice of i

tervention | ith~the - Divi-
sion within ﬁﬁoeﬁdaysfol-
lowing ‘publication of-this

- notice)If such a protest or

notice of intervention is re-



notice. If such g protest or
notice of intervention i re-

. ceived, a hearing wil] be

scheduled in accordance °
with the .aforementioned
ddministrative “procedural
rules; Protestants -and/or

e

Interveners should be pre-

- pared to demonstrate at the

hearing how this matter af-

- fects their interests,

Dated this 4 day of
JANUARY, 2001,

STATE OF UTAH

DIVISION OF OIL,
GAS & MINING .

John R. Baza

Associate Director

Published in the Uintah
Basin Standard January 9,
2001.



DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

. . 1594 West North Temple, Suite 1210
Michacl O. Leavitt Y 56 gox 145801

Kathleen Clarke Salt Lake City, Utah 84114-5801
Executive Director [ 801-538-5340
Lowell P. Braxton [ 801-359-3940 (Fax)

Division Director B 801-538-7223 (TDD)

@ State of Utah

July 30, 2001

Inland Production Company
410 Seventeenth Street, Suite 700
Denver, Colorado 80202

Re: South Monument Butte Unit Well: Monument Butte State 9-2-9-16, Section 2, Township
9 South, Range 16 East, Duchesne County, Utah

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the
"Division") issues its administrative approval for conversion of the referenced well to a Class I
injection well. Accordingly, the following stipulations shall apply for full compliance with this
approval:

1. Compliance with all applicable requirements for the operation, maintenance and
reporting for Underground Injection Control ("UIC") Class II injection wells
pursuant to Utah Admin. Code R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application
submitted by Inland Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing
injection.

If you have any questions regarding this approval or the necessary reqtﬁrements, please
contact Brad Hill or Dan Jarvis at this office.

Sincerely,

| Associate Director

cc: Dan Jackson, Environmental Protection Agency
Bureau of Land Management, Vernal
Inland Production Company, Myton
SITLA, Salt Lake City



DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: _Inland Production Company Well: Monument Butte State 9-2-9-16

Location: 2/9S/16E API: 43-013-31555

Ownership Issues: The proposed well is located on State (SITLA) land. The well is
located in the South Monument Butte Unit. Lands in the one-half mile radius of the well
are administered by SITLA and the the BLM. SITLA and the Federal Government are the
mineral owners within the area of review. Inland and other various individuals hold the
leases in the unit. Inland has provided a list of all surface, mineral and lease holders in
the half-mile radius. Inland is the operator of the South Monument Butte Unit. Inland has
submitted an affidavit stating that all owners and interest owners have been notified of
their intent.

Well Integrity: The proposed well has surface casing set at 293 feet and has a cement
top at the surface. A 5 %2 inch production casing is set at 5608 feet and has a cement top
at 998'. A cement bond log verifies adequate bond well above the injection zone. A2 7/8
inch tubing with a packer will be set at 5303 feet. A mechanical integrity test will be run
on the well prior to injection. There are 8 producing wells and 1 injection well in the area
of review. All of the wells have adequate casing and cement. No corrective action will be
required.

Ground Water Protection: According to Technical Publication No. 92 the base of
moderately saline water is at a depth of approximately 500 feet. Injection shall be limited
to the interval between 4520 feet and 5327 feet in the Green River Formation.
Information submitted by Inland indicates that the fracture gradient for the 9-2-9-16 well
is .817 psi/ft., which was the lowest reported fracture gradient for the injection zone. The
resulting minimum fracture pressure for the proposed injection interval is 2030 psig. The
requested maximum pressure is 2030 psig. The anticipated average injection pressure
is 1100 psig. Injection at this pressure should not initiate any new fractures or propagate
existing fractures in the adjacent confining intervals. Any ground water present should
be adequately protected.



Monument Butte State 9-2-9-16
page 2

Oil/Gas& Other Mineral Resources Protection: The Board of QOil, Gas & Mining
approved the South Monument Butte Unit June 8, 2001. Correlative rights issues were
addressed at this time. Previous reviews in this area indicate that other mineral resources
in the area have been protected or are not at issue.

Bonding: Bonded with the State of Utah.

Actions Taken and Further Approvals Needed: A notice of agency action has been sent
to the Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will
be required prior to injection. It is recommended that Administrative approval of this
application be granted.

Note:  Applicable technical publications concerning water resources in the general vicinity of this project have been
reviewed and taken into consideration during the permit review process.

Reviewer(s):__Brad Hill Date 07/30/2001




DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

1594 West North Temple, Suite 1210
PO Box 145801

Salt Lake City, Utah 84114-5801
801-538-5340
Lowell P. Braxton [ 801-359-3940 (Fax)

Division Director I 801-538-7223 (TDD)

@\ State of Utah ®

Michael O. Leavitt
Governor

Kathleen Clarke
Executive Director

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. 213-7

Operator: Inland Production Company

Well: Monument Butte State 9-2-9-16

Location: Section 2, Township 9 South, Range 16 East
County: Duchesne

API No.: 43-013-31555

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on
July 30, 2001.

2. Maximum Allowable Injection Pressure: 2030 psig

3. Maximum Allowable Injection Rate: (restricted by pressure
limitation)

4. Injection Interval: Green River Formation (4520 feet -
5327 feet)

Approved by: <::T—iii /éi?‘zfii- z/éé/é/

JoZﬁ R. Baza \ Date
Asgociate Director.

cc: Dan Jackson Environmental Protection Agency
Bureau of Land Management, Vernal
Inland Production Company, Myton
SITLA, Salt Lake City '



DOGM Foim 3

May 5. 1987 ‘

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 3. LEASE DESIGNATION AND SERIAL NO.
ML-21839
L SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN. ALLOTTEE OR TRIBAL NAME
(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir. N/A

Use "APPLICATION FOR PERMIT--" for such proposals.)

7. UNIT AGREEMENT NAME

oL GAS
WELL| | WELL OTHER SO WELLS DRAW

2. NAME OF OPERATOR 8. FARM OR LEASE NAME
INLAND PRODUCTION COMPANY MON BUTTE STATE 9-2-9-16
3. ADDRESS OF OPERATOR 9. WELLNO.
Rt. 3 Box 3630, Myton Utah 84052 MON BUTTE STATE 9-2-9-16
435-646-3721
4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* 10. FIELD AND POOL. OR WILDCAT
See also space 17 below.)
At surface MONUMENT BUTTE
NE/SE Section 2, T09S R16E
2058 FSL 713 FEL 11. SEC.. T.. R. M.. OR BLK. AND
SURVEY OR AREA

NE/SE Section 2, T09S R16E

14 APINUMBER 15. ELEVATIONS (Show whether DF, RT, GR, etc.) 12. COUNTY OR PARISH 13. STATE
43-013-31555 5492 GR DUCHESNE uT
16. Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data
NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF D PULL OR ALTER CASING D WATER SHUT-OFF D REPAIRING WELL D
FRACTURE TREAT D MULTIPLE COMPLETE D FRACTURE TREATMENT D ALTERING CASING D
SHOOT OR ACIDIZE D ABANDON* D SHOOTING OR ACIDIZING D ABANDONMENT#* D
REPAIR WELL D D (OTHER) Injection Conversion
(OTHER) D (Note: Report resulis of multiple completion on Well

Completion or Recompletion Report and Log form.)

17 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any
proposed work. [£well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work )
The subject well was converted from a producing to an injection well on 11/12/01. The rods and tubing
anchor were removed and a packer was inserted in the bottom hole assembly 4436'. On 11/12/01 Mr.
Dennis Ingram w/ State DOGM was notified of the intent to perform a MIT on the casing. On 11/13/01 the
casing was pressured to 1200 psi w/ no pressure loss charted in the 1/2 hour test. No governmental
agencies were able to witness the test. ' -

18 I hereby ceriify thg the foregoing is true and correct

SIGNED TITLE Production Clerk DATE 11/14/01
Krisha Russell

cc: BLM

(This space for Federal or State office use)

APPROVED BY TITLE, DATE

CONDITIONS OF APPROVAL. IF ANY:

* See Instructions On Reverse Side



8 e
Mechanical Integrity Test
Casing or Annulus Pressure Test

Inland Production Company
Rt. 3 Box 3630
Myton, UT 84052
435-646-3721

Witness: N /4 Date i / _/\_}/:/ Time /2 ‘oc pm
Test Conducted by: TSochy #leots : ]
T

Others Present:

" Well: MMW/WQ S/ fE€  P-z  Field: §, #rowvwsrery S

- Well Location: A& /5= 5o, 2, 75 R ke APINO o )3 < 2ysme—
Oudw;av Comi‘t/

Time asing Pressure

0 min 200 psig

5 l/f}ﬁﬁ psig

10 ' L2000 . psig
15 LoD psig
20 /220 .psig
25 Mﬁ __ psig
30 min A0 psig
3B ‘ psig
40 : ; ‘ psig
45 : psig
50 - psig
55 . psig

- 60 min psig
Tubing pressure: B FE ey psig

Result: ~ Fail

Signature of Witness: -

Signature of Person Conducting Test:%%/
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DOGM Form §

May 5, 1987

STATE OF UTA
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING

5. LEASE DESIGNATION AND SERIAL NO.

ML-21839

1.

SUNDRY NOTICES AND REPORTS ON WELLS

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir.

Use "APPLICATION FOR PERMIT--" for such proposals.)

6. IF INDIAN, ALLOTTEE OR TRIBAL NAME

N/A

OIL

WELL

GAS
WELL OTHER|

7. UNIT AGREEMENT NAME

SO WELLS DRAW

2. NAME OF OPERATOR

INLAND PRODUCTION COMPANY

8. FARM OR LEASE NAME

MON BUTTE STATE 9-2-9-16

3. ADDRESS OF OPERATOR

Rt. 3 Box 3630, Myton Utah 84052
435-646-3721

9. WELLNO.

MON BUTTE STATE 9-2-9-16

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.*
See also space 17 below.)

10. FIELD AND POOL, OR WILDCAT

At surface MONUMENT BUTTE
NE/SE Section 2, T09S R16E
2058 FSL 713 FELL 11. SEC,, T, R,, M., OR BLK. AND
SURVEY OR AREA
NE/SE Section 2, T09S R16E
14 API NUMBER 15. ELEVATIONS (Show whether DF, RT, GR, etc.) 12, COUNTY OR PARISH 13. STATE
43-013-31555 5492 GR DUCHESNE uT
16. Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data
NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF D PULL OR ALTER CASING I:l WATER SHUT-OFF [] REPAIRING WELL D
FRACTURE TREAT D MULTIPLE COMPLETE D FRACTURE TREATMENT D ALTERING CASING D
SHOOT OR ACIDIZE D ABANDON* D SHOOTING OR ACIDIZING [] ABANDONMENT* D
REPAIR WELL D D (OTHER) Report of first injection
(OTHER) D (Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log forn.)

17 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any
proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

The above referenced well was put on injection at 1:00 p.m. on 12/6/01.

18 I hereby certify that the foregoing is true and correct

SIGN TITLE Permit Clerk DATE 12/6/01
cc: BLM

(This space for Federal or State office use)

APPROVED BY TITLE DATE

CONDITIONS OF APPROVAL, IF ANY:

* See Instructions On Reverse Side

RECEIVED

DIVISION OF
OIL, GAS AND MINING



~ United States Department of thegteribr |

BUREAU OF LAND MANAGEMENT
Utah State Office.
P.O. Box 45155
Salt Lake City, UT 84145-0155
http://www.blm.gov

IN REPLY REFER TO:

3106
(UT-924)
September 16, 2004
Memorandum
To: -Vernal Field Office
From: Acting'Chief, Braﬁch of Fluid Minerals
Subject: Mérger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

T Atad 2 Lo
Michael Coulthard

Acting Chief, Branch of
Fluid Minerals

Enclosure
1. State of Texas Certificate of Registration

cc:  MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
: State of Utah, DOGM, Attn: Earlene Russell PO Box 145801, SLC UT 841 14
Teresa Thompson
Joe Incardine
‘Connie Seare



Corporations Section .

P.0.Box 13697
Austin, Texas 78711-3697

%eoffrey S. Connor

Secretary of State

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimony whereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Come visit us on the internet at http://www.sos.state.tx.us/

PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by: SOS-WEB



ARTICLES OF AMENDMENT 'm e 'B'f'f'f'c‘é ofth
B Secfetarv of State of Texas
ARTICLES OF INCORPORATION .
PRODUCTION - oep 02
INLAND PRODUCTION COMPAN Y ,
Corparations Section

* Pursuant to the provxswns of Article 4.04 of the Texas Business Corporation Act (the
“TBCA”™), the undcrsxgncd corporation adopts the following articles of amendment to the articles
of mcorporatxon

ARTICLE 1 — Name
The name of the corporation is Inland Production Company.
ARTICLE 2 —~ Amended Name

The following amendment to the Articles of Incmporauon was approved by the Board of
Directors and adopted by the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Amcle Oné of the Articles of Incorporation to change
the name of the corporaﬁon so that, as amended, Article One shall read in its entirety as follows:

“ARTICLE ONE - Thc name of lhe corporation is Newfield Production Company.
ARTICLE 3 - Effective Date of Filing
This document will become effective | ypon £iling. -
The holder of all of the shares outstanding and entitled to vote on said amendment has
signed a consent in writing pursuant to Article 9.10 of the TBCA, adoptmo sald amendment, and
any written notice required has been given.

IN WITNESS WHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1% day of September, 2004.

INLAND RESOURCES INC.

By: W ‘ —5"52'/
. Susan G. Riggs, Trcasuner




UTSL- 15855 61052 73088 76561

071572A 16535 62848 - 73089 - 76787
065914 = 16539 63073B ~ 73520A 76808
T 16544 63073D = 74108 : 76813 ,
17036 - 63073E - 74805 76954 ' 63073X
17424 630730 74806 76956 63098A
, 18048 64917 74807 77233 . 68528A
UTU- - 18399 64379 74808 77234 72086A
19267 64380 74389 77235 72613A .
02458 26026A 64381 ' 74390 - 77337 73520X
03563 30096 64805 74391 - 77338 74477X
03563A 30103 64806 74392 77339 75023X
04493 31260 64917 - 74393 77357 - 76189X
05843 -~ 33992 65207 74398 77359 - 76331X
07978 34173 - 65210 ' 74399 77365 76788X
09803 34346 65635 74400 77369 77098X
017439B 36442 65967 74404 77370 77107X
017985 36846 65969 74405 77546 77236X
017991 38411 65970 74406 77553 77376X
017992 38428 , 66184 - 74411 77554 78560X
018073 38429 66185 74805 78022 79485X
- 019222 38431 66191 74806 , 79013 79641X
020252 39713 67168 74826 79014 80207X
020252A 39714 67170 74827 79015 81307X
- 020254 40026 67208 74835 . 79016 '
- 020255 - 40652 67549 74868 79017
020309D 40894 - 67586 74869 79831
022684A 41377 67845 74870 79832
027345 - 44210 68105 74872 79833
034217A 44426 68548 74970 79831
035521 - 44430 68618 75036 79834
035521A 45431 69060 75037 80450
038797 47171 69061 75038 80915
058149 - 49092 69744 75039 81000
063597A 49430 70821 75075
- 075174 49950 , 72103 . 75078
096547 50376 72104 75089
096550 50385 - 72105 75090 .
- 50376 72106 75234
' - 50750 72107 ’ 75238
10760 51081 ' 72108 76239
11385 52013 73086 - 76240
13905 52018 73087 76241

15392 58546 " 73807 76560



89/206/2884 18:61 3p33824454 INLAND RESDURCES' PAGE ) B2

STATE OF UTAH UIC FORM 5
DEFARTMENT OF NATURAL RESOURCES
DIVISION OF OlL, GAS AND MINING

TRANSFER OF AUTHORITY TO INJECT

Well Nama and Number APl Number
See Aftached List
Location of Wall Flokd of Unit Name
R . c . See Attached List
ootge ounty Coase Designation and Numbar
QQ, Section, Township, Range: State: UTAH
EFFECTIVE DATE OF TRANSFER: 9/1/2004
CURRENT OPERATOR
Company: _Inland Production Company Name: Brian Hamis 4
Address: 1401 17th Street Suite 1000 Signature: A
city Denver state CO__ 4 80202 Title: _Engineering Tech.
Phone:  (303) 883-0102 Date: 9/16/2004
Comrments:
NEW OPERATOR
Company; _Newfield Production Company Name;  BragHams  , 4
Address: 1401 17th Strest Suite 1000 Signature: y oD
glty Denver state CO__ »ip 80202 Titie: Engineering Tebh.
Phone: ‘Date: 9/16/2004
Comments:
(This space for State use only)

‘Transfor approved wﬁw Approval Date: 7 /%1& V
Title; A - ' -
comens: 1 j% + Tuhlue s Coustey valls will regure B gppored.

RECEIVED
SEP 2 0 2004
DIV.OF OIL, GAS & MiNNG

{br2000)



.
.

Division of Oil, Gas and Mining

_ ROUTING
OPERATOR CHANGE WORKSHEET ' 1. GLH
2. CDW
o _ 3.FILE
Change of Operator (Well Sold) Designation of Agent/Operator
X Operator Name Change Merger
The operator of the well(s) listed below has changed, effective: , 9/1/2004
FROM: (O1d Operator): ' ' ' V JTO: (New Operator):
N5160-Inland Production Company ' N2695-Newfield Production Company
Route 3 Box 3630 7 Route 3 Box 3630
Myton, UT 84052 . Myton, UT 84052
Phone: 1-(435) 646-3721 ~ [Phone: 1-(435) 646-3721
CA No. Unit: S MONUMENT BUTTE (GR)
WELL(S)
NAME SEC TWN RNG|API NO ENTITY |[LEASE |WELL |WELL
NO TYPE TYPE STATUS
FEDERAL 1-1 01 }090S}{160E |4301330571 13195|Federal |WI A
MONUMENT BUTTE FED 6-1 01 |090S}160E 14301331506 13195|Federal |OW P
MON BUTTE FED 5-1 01 |090S{160E |4301331507 13195|Federal |OW P
MONUMENT BUTTE FED 4-1 01 [090S{160E |4301331545 13195|Federal |OW P
MONUMENT BUTTE ST 8-2 02 |090S{160E |4301331509 13195]|State ow P
MONUMENT BUTTE ST 16-2 02 |090S|160E |4301331510 13195|State ow P
MON BUTTE ST 9-2 02 10908 T60B [4301351555:|  13195[State W1 A
MONUMENT BUTTE ST 10-2 02 }090S|160E {4301331565 13195|State ow P
MONUMENT BUTTE ST 15-2-9-16 02 |090S}160E }4301331932 13195|State Wl A
S WELLS DRAW 5-2-9-16 02 [090S|160E 14301332124 13195]State WI A
S WELLS DRAW 11-2-9-16 02 [090S{160E 4301332125 13195|State WI A
S WELLS DRAW 12-2-9-16 02 [090S|160E 14301332126 13195|State ow P
S WELLS DRAW 13-2-9-16 02 |090S|160E 14301332127 13195{State WI A
S WELLS DRAW 14-2-9-16 02 [090S|160E [4301332128 13195|State ow P
OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on:  9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. IfNO, the operator was contacted contacted on:

Newfield_SoMBU_FORM_4B.xls 3/2/2005




»

*
6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a .

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Aunthority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005
DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005
3. Bond information entered in RBDMS on: 2/28/2005
4. TFee/State wells attached to bond in RBDMS on: 2/28/2005
5. Injection Projects to new operator in RBDMS on: 2/28/2005
6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*
The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:

*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield_SoMBU_FORM_4B.xls 3/2/2005



INSPECTION FORM 6 STATE OF UTAH

DIVISION OF OIL GAS AND MINING

INJECTION WELL - PRESSURE TEST

Well Name;_M B S W 9.9-9- /L API Number: _43- 0/3- 3/$5<
Qtr/Qtr: NE/ SE- Section: Townshi A Range: /(£ —
Company Name:__ MNEWF1£C D _1! £ LT A, z;

Lease: Statﬁ mL a/gf 3 c' Fee Federal Indian
Inspector:_/{ gnrvio c)»/y«_/-"'"_ljate: Q% Z E Z'[, 2 OJ,sf

Initial Conditions: : / )
~
Tubing - Rate: /l‘l 0/ ¢ “/‘( (14 Pressure,__ 189S psi
Casing/Tubing Annulus - Pressure: /2 SO psi
Conditions During Test:
Time (Minutes) Annulus Pressure Tubing Pressure
0 /250 900
5 /35 0 700
10 (350 D
15 4250 200
20 /+70 709
25 - /350 02
30 (210 Sdo
Resul ail
Conditions After Test:

Tubing Pressure:_ 300 psi

Casing/Tubing Annulus Pressure: /2 psi
COMMENTS: ﬁ az.ﬂL rx—m/ /4/ ..y\ ’{L«J1 t// @/ 0, 0fp—800
374759 ﬂZA//’I 7[&)*

- -~

Operator Representative



M » ’ ‘

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES 5. LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS AND MINING ML21839

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS

> not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, 7. UNIT or CA AGREEMENT NAME:
to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. S MON BUTTE UNIT

1. TYPE OF WELL: . . 8. WELL NAME and NUMBER:
OlLWELL[]  GASWELL[] OTHER Injection well MON BUTTE ST 9.2

2. NAME OF OPERATOR: 9. APINUMBER:
Newfield Production Company 4301331555
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:
Route 3 Box 3630 crry Myton sTate UT zip 84052 435.646.3721 Monument Butte
4. LOCATION OF WELL:
FOOTAGES AT SURFACE: 2058 FSL 0713 FEL cOUNTY: Duchesne
OTR/OTR. SECTION. TOWNSHIP, RANGE. MERIDIAN: - NE/SE, 2, T9S, R16E state:  Utah
1. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF ACTION SubDate
TYPE OF SUBMISSION TYPE OF ACTION
[] NOTICE OF INTENT O acize ] pEeeen ’ [[] rerERFORATE CURRENT FORMATION
(Submit in Duplicate) ] Auter casme [] rracture TrEAT ] sierrack TO REPAIR WELL
Approximate date work will ] casmarepar [ wew construcTION ] remporaRITLY ABANDON
] cuance To PREVIOUS PLANS ] orerator cranGE [ tuemGrerar
[ cuance TuBNG [ rLuc anp ABanpon [] ventorrLar
[X] SUBSEQUENT REPORT [ cranGE weLL NAME [] rLuesack [[] warter DisposaL
bmit Original F Iy
(Submit Original Form Only) [ cnance weLL sTATUS [ rrobuction (sTaRTISTOR) [ warer stut-oFF
Date of Work Completion: D COMMINGLE PRODUCING FORMATIONS D RECLAMATION OF WELL SITE @ OTHER: - Recompletion/MIT
08/15/2005 ] convert weLL TYPE [X] RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well had recompletion procedures initiated in the Green River formation. Existing production equipment was pulled from
well. A bit and scraper were run in well. One new Green River interval were perforated and hydraulically fracture treated as follows:
GB4 sand @ 4263'-4267', GB6 sands @ 4302'-4309'. All 4 JSPF in 1 run total. First stage w/19026#'s of 20/40 brown sand in 202
bbis of lightning 17 frac fluid. Sand was cleaned from wellbore. New intervals were swab tested for sand cleanup. Set seat nipple @
4207', Packer @ 4212' and end of tubing @ 4215".

On 8-2-05 Dennis Ingram with the State of Utah DOGM was contacted concerning the MIT on the above list well. Permission was
given at that time to perform the test on 8-4-05. On 8-4-05 the csg was pressured up to 1250 psig and charted for 30 minutes with no
pressure loss. The well was not injecting during the test. The tbg pressure was 900 psig during the test. There was a State
representative available (Dennis Ingram)

= . Accepted by the
Utah Division of
Oil, Gas and Mininq

e ff o

ERGSETIR UL

AT

NAME (PLEASE prINT)__Kathy Chapman mirg, Office Manager
SIGNATURE, m W pate 08/15/2005

(This space for State use only)

RECEIVED
AUG 19 2005
DIV. OF OIL, GAS & MINING



® ®
Mechanical Integrity Test

Casing or Annulus Pressure Test

Inland Production Company
Rt. 3 Bex 3630

Myton, UT 84052
435-646-3721

Witness: DQS ”\> Date J / fﬁ/_ﬁ Time /) 00 @pm
Test Conducted by: _MK/Q Aol ,WM

- Others Present:

Well: Monumet bute Stle. 9-2- 774 Field: »
Well Location: we/Ses.c. 2, T1S R LE APINo: 2_ .0 5
Lea%: ML21939 South Mémwent BV‘H'(— 43 013- 3165

Uﬂt"‘ 77 XK

Time Casing Pressure
0 min /2 54 psig
5 /1280 psig
10 /250 psig
15 250 | psig
20 /25D psig
25 1250 psig
30 min /1250 psig
o 35 psig
40 : psig
45 . . psig
.50 ' : psig
55 psig
60 min psig
Tubing pressure: 460 psig
ReSUIt Pass . Fail

Signature of Witness: ‘ﬁﬂ\ﬁ /2 (,\/_“
Signature of Person Conducting TIest






_—
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STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

5. LEASE DESIGNATION AND SERIAL NUMBER:
UTAH STATE ML-21839

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged
wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7. UNIT or CA AGREEMENT NAME:
GMBU

. TYPE OF WELL:

8. WELL NAME and NUMBER:

owwetLbd  caswerd  ormEr MON BUTTE ST 9-2
7 NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 4301331555
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:
Route 3 Box 3630 Ty Myton STATE UT zip 84052 435.646.3721 GREATER MB UNIT
1.OCATION OF WELL:

o

FOOTAGES AT SURFACE: 2058 FSL 713 FEL

OTR/OTR. SECTION. TOWNSHIP. RANGE. MERIDIAN:

NESE, 2, T9S, R16E

coUuNTY: DUCHESNE

STATE: uT

" CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION

TYPE OF ACTION

[l NOTICE OF INTENT

{Submit in Duplicate)

Approximate date work will

- E SUBSEOUENT REPORT
. (Submit Original Form Only)

Date of Work Completion:

07/07/2010

[ acoize

[ avter casg

[ casmgrepar

] crancE 10 pREVIOUS PLANS

[ cuanceTUBING

] craNGE wELL NAME

] cuance weLL sTaTUS

[] cOMMINGLE PRODUCING FORMATIONS

] convert weLL TYPE

[ bezeen

[ rrACTURE TREAT

[[] new consTrRUCTION

] operaTOR crANGE

[ rLuc anp aBanpon

[ riuesack

] rrobuction (starTisTOR)
] recLAMATION OF WELL SITE

D RECOMPLETE - DIFFERENT FORMATION

D REPERFORATE CURRENT FORMATION
D SIDETRACK TO REPAIR WELL

D TEMPORARITLY ABANDON

D TUBING REPAIR

D VENT OR FLAIR

D WATER DISPOSAL

D WATER SHUT-OFF

k] OTHER: - Five Year MIT

~12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 07/06/2010 Dennis Ingram with the State of Utah DOGM was contacted concerning the 5 Year MIT on the above listed well.
Permission was given at that time to perform the test on 07/06/2010. On 07/07/2010 the casing was pressured up to 1450 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test . The tubing pressure was 1903 psig during
the test. There was not a State representative available to witness the test.

API# 43-013-31555

NAME (PLEASE PRINT) _Lucy Chavez-Naupoto

TitLe  Administrative Assistant

SIGNATURE _/%4,‘

pate_ 07/08/2010

()

U 7

(Thts space for State use only)

RECEIVED
JuL 12 2010
DIV, OF OIL, GAS & MINING



Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630
Myton, UT 84052
435-646-3721

Witness: | Date ] /7 /1) Time ﬂjm an) pm
Test Conducted by: N[\ /FELD EXPLORAT N

Others Present:

 Well: NOVUMENT BeTTE STATE 9-7-9-16 ~ Field:MONUMENT Bicrz
Well Location: )Jf /551 Sec- 2,1’ %, RUE API No:43-()13-31 515

Time Casing Pressure
0 min 1"150 psig
5 1450 psig
10 1450 psig
15 45) psig
20 1430 psig
25 y 450 psig
30 min urn psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig
Tubing pressure: 1903 psig

Result; Fail

Signature of Witness:

Signature of Person Conducting Testzm







Sundry Nunber: 63798 APl Well Nunber: 43013315550000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING

FORM 9

5.LEASE DESIGNATION AND SERIAL NUMBER:

ML-21839

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7.UNIT or CA AGREEMENT NAME:
GMBU (GRRV)

1. TYPE OF WELL
Water Injection Well

8. WELL NAME and NUMBER:
MON BUTTE ST 9-2

2. NAME OF OPERATOR:
NEWFIELD PRODUCTION COMPANY

9. API NUMBER:
43013315550000

3. ADDRESS OF OPERATOR:
Rt 3 Box 3630 , Myton, UT, 84052

PHONE NUMBER:
435 646-4825 Ext

9. FIELD and POOL or WILDCAT:
MONUMENT BUTTE

4. LOCATION OF WELL
FOOTAGES AT SURFACE:

2058 FSL 0713 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:

Qtr/Qtr: NESE Section: 02 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
DUCHESNE

STATE:
UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

l:‘ ACIDIZE

l:‘ CHANGE TO PREVIOUS PLANS

l:‘ ALTER CASING

l:‘ NOTICE OF INTENT

- . I:‘ CHANGE TUBING
Approximate date work will start:

l:‘ CHANGE WELL STATUS l:‘ COMMINGLE PRODUCING FORMATIONS

J SUBSEQUENT REPORT

Date of Work Completion: l:‘ DEEPEN l:‘ FRACTURE TREAT

l:‘ OPERATOR CHANGE l:‘ PLUG AND ABANDON

1 spub rerorT [ propucTion START OR RESUME L recLamaTiON OF WELL SITE

Date of Spud:

l:‘ REPERFORATE CURRENT FORMATION l:‘ SIDETRACK TO REPAIR WELL
l:‘ TUBING REPAIR l:‘ VENT OR FLARE

l:‘ DRILLING REPORT

Report Date: l:‘ SI TA STATUS EXTENSION

J OTHER

l:‘ WATER SHUTOFF

l:‘ WILDCAT WELL DETERMINATION

|:| CASING REPAIR

D CHANGE WELL NAME

(]
(]
O
(]
(]

D WATER DISPOSAL

CONVERT WELL TYPE

NEW CONSTRUCTION

PLUG BACK

RECOMPLETE DIFFERENT FORMATION

TEMPORARY ABANDON

|:| APD EXTENSION

OTHER: I5 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 06/01/2015 Richard Powell with the State of Utah DOGM was
contacted concerning the 5 Year MIT on the above listed well. On
06/04/2015 the casing was pressured up to 1478 psig and charted for
30 minutes with no pressure loss. The well was not injecting during the
test. The tubing pressure was 1952 psig during the test. There was a
State representative available to witness the test - Richard Powell &

Mark Reinold.

Accepted by the
Utah Division of
Qil, Gas and Mining

FOR RECORD ONLY

June 10, 2015

NAME (PLEASE PRINT)
Lucy Chavez-Naupoto

PHONE NUMBER
435 646-4874

TITLE
Water Services Technician

SIGNATURE
N/A

DATE
6/8/2015

RECEI VED: Jun.

08, 2015




Sundry Nunber: 63798 APl Well Nunber: 43013315550000

Mechanical Integrity Test
Casing or Annulas Pressure Test
Newfield Production Company

Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: £, dhvatn Powell Date: 6/4/2015

Test Conducted by: Everett Unruh

Others Present: Macy Reiaboin

Well: Monument Butte State 9-2-9-16 Field: Monument Butte
Well Location: NESE Sec 2 T9S R16E APl No: 43-013-31555
Duchesne County, UT

Time Casing Pressure
0 min i497 & psig
5 191 ¥ psig
10 i47 ¥ psig
15 14717 psig
20 4727 psig
25 147 R psig
30 min 147% psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig
Tubing Pressure: <18 & psig

Result: Fail

Signature of Witness: ﬁ«/

—F g

Signature of Person Conducting Test: c‘—*j;w;z-ﬁ/ Liws A
7



43013315550000

Vel | Nunber:

63798 API

Sundry Nunber :
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Monument Butte State 9-2-9-16

Spud Date: 428 96

Put on Production: 5 3196
Gl.. 5492° KB: 5505’
SURFACE CASING

CSG SIZE: 8-5 8"

GRADE: J-35

WEIGHT: 242

LENGTH: 294.70"

DEPTH LANDED: 292.75"
HOUE SIZE:12-1 47
CEMENT DATA: 120 sxs Premium emt, est 5 bbls to surf.

PRODUCTION CASIN

CSG SIZE: 541 27

GRADE: J-35

WEIGHT: 15.5#%

LENGTH: 131 jts. (5618.99')

DEPTH LANDED: 5608"

HOLE SIZE: 7-7 8"

CEMENT DATA: 300 sks Hyfill mixed & 265 sks thixotropic
CEMENT TOP AT: Surface per CBI,

TUBING

SIZE GRADE WT.:2-7 8" M-50 6.5«
NO.OF JOINTS: 135 jts. (4194.967)
SN LANDED AT: 420746

TUBING PACKER: 4211.76"

TOTAL STRING LENGTH: 4215.4°

Injection Wellbore
Diagram

Cement Top e surface’ .

NEWFIELID

Monument Butte State 9-2-9-16
2058 FSL & 713 FEL
NESE Section 2-T9S-R16E
Duchesne Co, Utah
API #43-013-31555; Lease #ML-21839

FRAC JOB

Initial Production: 103 BOPD,
385 MCFPD, 3 BWPD

-y

EOT ‘@ 4215°

426374267

4302°-4309°

4320°4528"
45124817
496549707
:[-Sj ”];: 33135315
o =TT 5316753207
e © iorrsien
oS wECT 532273327

EOT @ 4427
PBTD « 5555°
TD -« 5600°

Packeriar 4212°

572096  5313'-5327°

522196  4812°-4970°

5/24/96  4520°-4528°

11/12/81
11/13/01
7-18-05  4263'-4309"

8-4-05
7-6-10

Frac A-3 sand as follows:

73,0002 of 20.40 sd in 445 bbls Boragel,
brokedown «w 3630 psi. Treated ‘« avy
rate 20.3 bpm, avg press 1850 psi. ISIP-
2042 psi, S-min St 1978 psi. Flowback
after 5 min on 16.64 ¢k '@ 1.6 bpm.

Frac C and D-1 zones as follows:
103,800 of 20 40 sd in 5445 bbis
Boragel. Breakdown e 2690+ treated «
avg rate of 30.5. avyg press 2200#, [SIP-
2121 psi, 5-min 2052 psi. Flowback after
5 min on 16-64" ck 2 1.6 bpm,

Frac PB-10 zone as follows:

78.800# 0f 20-40 sd in 431 bbls Boragel.
Breakdown ¢ 30514 treated @ avg rate
of 16.5 bpm, avg press 2200+, ISIP-3090
psi. 5-min §1 3046 psi. Flowback on
16647 ck.

Convert to injector.

Perform MIT.

Frac GBS & GB6 zone as follows:
19.026#"s of 20:40 sd in 202 bbis of
Lightning [7frac fluid, Treated w ave.
pressure of 2728 psi und ‘@ ave rate of
14.3 BPM. ISIP 1900 psi.

Completed MIT

SyrMIT

PERFQRATION RECORD

1896 531375315 4 JSPF S holes

1896 5316'-5320° 4 JSPF 16 holes
51896 3322 * 4ISPF 20 holes
52196 4963°-4970° 2JSPF 10 holes
52196 4812°-4817° 2JSPF {0 holes
52396 4520°-4528° 4 JSPF 32 holes
7-19-05  4263-1267°  4ISPF 16 holes
7-19-05  4302-4309°  JJSPF 23 holes

o

KC 5-13-03



	APD-DRILL
	APD-DRILL
	APD-APPROVAL
	SPUD
	SUNDRY-SPUD
	WCR
	INJ-WELL-APP
	SUNDRY-CONVERT
	INJ-WELL-APPROVAL
	SUNDRY-CONVERT
	OPERATOR-CHG
	SUNDRY-RECOMPLETE

